
SHEET INDEX 

SUPPORTING INFORMATION 

CATEGORY 

SHEET INDEX NOTES 

I. WHEN CHANGES ARE MADE IN THlS DRAWING. 
ONLY THOSE SHEETS AFFECTED WILL BE 
REISSUED. 

2. THlS SHEET INDEX WlLL BE REISSUED AND 
BROUGHT UP TO DATE EACH TIME ANY SHEET 
OF THE DRAWING IS REISSUED. OR A NEW 
SHEET IS ADDED 1 SD-69423-0 1 

3. THE ISSUE NUMBER ASSIGNED TO A 

D W  

/ 

CHANGED OR NEW SHEET WlLL BE THE 
SAME ISSUE NUMBER AS THAT OF THE 
SHEET INDEX. 

4. SHEETS THAT ARE NOT CHANGED WILL 
RETAIN THEIR EXISTING ISSUE NUMBER. 

5. THE LAST ISSUE NUMBER OF THE SHEET 
INDEX IS RECOGNIZED AS THE LATEST ISSUE 
NUMBER OF THE DRAWING AS A WHOLE. 

CD 
'PUE 

S t a t ~ o n  Systems 
KEY AND TELEPHONE CIRCUIT 
Arranged For Touch-Tone 
C a l l  I np On 2-And 4 - ~ 1 r e  

Common Bat te ry  Lines 
568 HT Set 

DATE 
mUED 

3-6.61 

AThTCO 
STANDARD 

SD- 69423- 010 
5 SHEETS 

\ 
'BELL TELEPiiZNieBORATORlES I '54- ..,,.,s. ,. .,, 

"' 
.T*YW 
onc 

Am 

PEF 
NFJ 



NETWORK VALUES 

NO. OF 
PICKUP KEYS 

5 

CAPACITANCE 
I N  UF 

CIRCUIT NOTES: CIRCUIT NOTES: (CONTINUED) 

lo1- ONE PER 105. WHEN EXCLUSION I S  PROVIDED ON A  WIRE LINE,  
DISCONNECT. TAPE AND STORE INDICATED LEADS. 

106. A L L  CONVERTIBLE KEY POSIT IONS ARE ARRANGED I N  
THE SHOP AS PICKUP POSITIONS. TO CONVERT A KEY 
POSITION FROM PICKUP (LOCKING) TO SIGNALING 
(NONLOCKING), REMOVE THE SCREW D E T A I L  P 1 2 A 8 9 2  
ENTIRELY FROM THE PLUNGER AT THE KEY POSITIONS 
TO B E  CONVERTED. CHANGE LEADS AS FOLLOWS: 
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107.  PROVIDE MULTl  PLE CONNECTIONS WHEN ASSOCIATED 
W l T H  2-WIRE L I N E S  OR A U X I L I A R Y  SERVICE TRANS- 
FER C IRCUITS.  
PROVIDE I N D I V I D L U L  "A" LEADS TO EACH STATION 
ASSOCIATED WlTH A  WIRE L I N E .  

108. PROVIDE MULTIPLE CONNECTIONS ONLY WHEN FURNISH- 
ING EXCLUSION OM A 4-WIRE L I N E .  
PROVIDE I N D I V I D U A L  ET  OR T AN0 ER OR R LEADS 
WHEN FURNISHING EXCLUSION ON A 2-WIRE L I N E .  

FEATURE OR OPTION 

5 6 8  HT KEY AND TELEPHONE CKT 

103.  

INFORMATION NOTES: 

301 .  UNLESS OTHERWISE SPECIF1ED:ALL RESISTANCE VALUES ARE 
I N  OHMS AND ALL  CAPACITANCE VALUES ARE I N  
MICROFARADS. 

3 0 2 .  WHEY HANDSET I S  L I F T E D  CONTACTS b AND c CLOSE BEFORE 
d AND e, AND CONTACTS f AND p OPEN LAST. WHEN HAND- 
SET I S  REPLACED CONTACTS a AND b CLOSE BEFORE CON- 
TACTS b AND c OPEN. 
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