
BELL SYSTEM PRACTICES 
P l a n t  S e r i e s  

1Al KEY TELEPHONE SYSTEM 

CONNECTION DATA 

INTRODUC TION 

1 . 0 0  GENERAL 

1.01 The sect ions  included on the  index of 
Section 518-114-100 cover  typical  ins ta l -  

lat ion of the  LA1 key telephone system.  2 0 2 ~  
O R  

1 .02  These  sections cover mosf types of 2028 

instal lat ions;  however, i t  may be K.T: U. 
necessa ry  to consult SD drawings for  
r a r e l y  used units o r  features .  

1 . 0 3  The condensed connection drawings 
in these sections show, on a package 

bas i s ,  connections a t  the apparatus  cabinet. 
This includes strapping between key tele-  
phone units ,  terminating of wires  f r o m  
power sources ,  terminating lines f r o m  
cen t ra l  office o r  private branch exchange, 
and terminating key o r  running cables f r o m  
key telephone stat ions,  by the ins ta l ler  in 
o r d e r  to  provide the mos t  common features .  
Connection drawings do not include connect- 
ing block o r  telephone se t  connections. 

1 .04 No attempt h a s  been made in these  
sections to  ass ign  specific cable p a i r s ,  

in the running or  key cables,  for specific 
features  in the apparatus cabinet. How- 
e v e r ,  key cable assignments should follow 
the standard terminations for  the four 
44-type connecting blocks shown in station 
connection sections.  

1 .05  Specific package drawings required 
t o  provide connection data for any 

installation may  be selected by determining 
the features  t o  be provided in the instal la-  
tion f r o m  the key sys tem work sheet  which 
usually i s  i ssued by the commerc ia l  depar t -  
ment along with the se rv ice  o rder .  

1.06 Some of the drawings in these  s e c -  
tions have m o r e  than one key te le-  

phone unit that will furnish the des i red  
features .  To keep the drawings at a min- 
imum, symbols have been used for 
identification purposes.  F o r  example: 
In drawings using e i ther  a 202A o r  202B 
key telephone unit, s e e  Fig. 1. 
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*If c i r c l e  o r  box symbol does not con- 
ta in  a t e rmina l  n u n b e r ,  the t e rmina l  
i s  not a terminating point on that 
par t icular  key telephone unit. 

a 

Fig.  1 - Key Telephone Unit 
Termina l  S t r i p  

0 = TERMINALS ON 202 .  K T .  U. 

01 TERMINALS ON 2 0 2 8  K T .  U 

1 .07  Some key telephone unit t e rmina l  
s t r i p s  a r e  designated A,  B, and C 

when a unit contains m o r e  than one s t r ip .  
These  will be shown in the following ex- 
amples .  Fig.  2 is an  example of identi- 
fication of t e rmina l  s t r ips  when s t r ips  a r e  
shown separate ly .  Fig.  3 shows one s t r i p  
represent ing two o r  m o r e  t e rmina l  s t r i p s  
of the s a m e  unit. 

2 1 2 A  
K.T.U. 

2 l 2 A  
K.T. U. 

Fig.  2 - Key Telephone Unit 
Termina l  St r ips  
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SECTION 518-114-101 

Note: The alphabetical designation 
identifies the terminal s t r ip  of that 
particular unit. For  example: 
3A is the third terminal of the A 
terminal strip.  4B i s  the fourth 
terminal of the B terminal s t r ip ,  
etc. 

Fig. 3 - Key Telephone Unit 
Terminal Strip 

1. 08 Circuit drawings have been included 2.00 INSTALLATION 
to supplement connection drawings. 

A description of operations has been in- 
cluded on the back of the foldout connection F o r  installation information on locat- 
drawing sheets.  These a r e  provided a s  ing, mounting, and wiring equipment, 
additional aids in clearing possible cases  see the section covering 1Al Key 
of trouble which might be encountered. Telephone System, Installation. 
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