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BELL SYSTEM PRACTICES 
Station Operations M a nual 
Station S e ts 

SECTION C38. 061.01 
I ssue l, D ecember , 1962 

AT &TCo Sta nda rd 

SUBSCRIBER SETS -SPECIAL APPLICATIONS 

IDENTIFICATION AND ASSEMBLY OF PARTS 

1. 00 INTRODUCTION 

T hi s section identifies a nd describes 
s ub sc rib e r set s having special a pplicati ons . 

2 . 00 IDENTIFICATION 

2. 01 689-Type Subscriber Set 

• 689A Subscriber Set: The 689A sub
scriber set i s u sed with lOl A DATA 
PHONE units on No . 28-type t e le
type writer s . This se t is a six -button 
k ey s ubscr iber se t mounted in a gray 
plastic hou s ing with s l o ping front s ur
face . (S ee Fig . 1 a nd l A .) A clear 
plas tic faceplate and gray paper mat 
a r e assembled in a stainless steel 
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DIB RINGER 

beze l which snaps into place and is 
easily removable from the hous ing. 
The set consis t s of a DlB ringer, 8C 
dial, 5 98D key, 61A filter, and 
731A-5 1 receiver . Two bracke ts, 
equipp ed with 10- 32 PEM nut s , a re 
located underneath the chassis for 
mounting the subscribe r set on top 
of lOl A DATA-PHONE unit s of the 
No. 28 -type teletypewriters . 

• 689B Subscriber Set: The 689B s ub
scriber set (Fig . 2 a nd 2A) i s u sed 
w ith lOl A DATA-PHONE unit s on 
No. 28-type t e letypewriters . This 
set is s imilar in appearance and has 
the same components as the 689A 
subscriber set, but i s equipped w ith 
tw o 598D keys . 
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Fig . 1 - 689A Subscriber Set 
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Fig. l A - 689A Subscriber Set 
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Fig. 2 - 689B Subscriber Set 
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Fig . 2A - 689B Subs c riber Set 
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Fig. 3 - 689C Subscriber S et 

• 689C Subscriber Set: This se t is 
used with lOl A DATA-PHONE units 
on No. 28-type t e letypewri t ers w h e n 
an a mplified loudspeaker i s neces
sary . The set is equipped with a 
731A-51 receiver, 61A filter, DlB 
ringer, KS-16728, Ll amplifier, 
2545A transformer, 2536H transfor 
m er , and P-14E375 loudspeake r. 
(S ee Fig. 3. ) 
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• 689D Subscriber Set: Thi s set is 
used with lOlA DATA-PHONE units 
on No. 28-type teletypewriters when 
automatic ca rd dialing is d es ired. 
The housing contains a single card 
storage pocket located on the top 
surface . The set is equipped with a 
598D key, 40A dial, 8C dial, 731A-51 
rec e iver, 61A filter, Dl B ringer, 
P-13E353 card set, and P-13E817 
card index set. (See Fig. 4.) 
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Fig. 4 - 689D Subscrib e r Set 
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Fig. 5 - 689E S u b scriber S e t 

• 689E Subscriber Set: This set is 
used w ith lOlA DATA-PHONE u n its 
o n No. 28 -type t e l e typewriters when 
both loudspeaker a nd a utoma tic dial
ing servi ces are d esired . T h e set i s 
equipped with a 598D key , 40A dia l, 
8C dial, 73 1A -5 1 receiver, 61 A fil
ter , Dl B ringer, KS- 16728, L l amp
lifier , 2545A tra nsformer , 2536H 
tra n s f orm er , P-14E375 l oudspeaker, 
P-13E353 card set, and P- 1 3E817 
card index set. (S ee Fig. 5 .) 

Fig. 6 - 691A Subscriber Se t 
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2 . 0 2 6 9 1- Typ e Subscriber Set 

• 69 1A Sub scriber Set: T h e 69 1A sub
scr ib e r set i s a desk-type six- button 
key s ub sc rib e r set des igned f o r u se 
with va rious types of da t a sets and 
teletypewriters . This set is e quippe d 
with 5 1A lamps and c o nsists of a C4A 
ringer, 425F network contain ing o nly 
a ringing capacitor a nd dia l fi l t er , 
7G- 3 dial , 589S key, 732A receive r, 
a nd D50H- 3 m o unting cord with an 
a mphenol connector . (S ee Fig . 6.) 

2. 03 Refer to sec tions pertaining to data 
set s for a pplica tions of these sub

scr iber sets . 

2 . 04 For maintenance of the 69 1A s ub
sc riber se t , ref er to section s cov er 

ing mainte na nc e of 540 - a nd 560-type sets. 
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