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TABLE A - LINE A ND RINGER CONNECTION S 
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TABLE B - ASSOCIATED APPARATUS 

Cla ss of Se rvice 
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Fig. 1 -Circuit Diagram for Connection with Hand Telephone Sets 
without Tip Party Identification 
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Note I.- To silence r inger per manently, connect 
a nd s late r ing ing· capacitor leads to K termina l. 
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N ote 2 : Use nor ma l connect ions on t ip pa rty ident ifi
cation g rou nd stations. If bell taps on s tations conn ected 
to long: line equi pment , use r inger r eversal column in 
Table C to retain t ip pa r ty g-round ident ification . 
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TABLE C - LINE AND RINGER CONNECTIONS 

Tip Party ldent Ground 

Normal 
Ringer Reversal 

Wire or lead When Connected to 
Connections 

Long Line Equip. 

10000 36400 10000 36400 

GN GN G:-l GN c:-: 
R R R R R 

Mounting Cord BK BK BK BK BK 
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TABLED - ASSOCIATED APPARATUS 

Class of Se rvice 

2-Party - Party-on-Tip 
!II R - All oflices 
ZR - Al l oflices 
A M A - XBR 
A'l.~ - SxS 
AT - SxS 

Hand Telephone Sets 

Hangup Type Desk Type 

2 12A. B. C. L 203A. B, C, D. E. F 
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Fig. 2 - Circuit Diagram for Connection with Hand Telephone Sets 
with Tip Party Identification 
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