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ITABLE A'

882.TYPE TELEPHONE SET R EPLACEABLE COMPON ENTS

MTG
CORD

MTG CORD
JACK

HANDSET
CORD

HANDSET
CORD JACK

HANDSET
JACK

DIAL RINGER
TRMTR

UNIT
RCVR
UNIT

NET,

D4BU-29 623P4 H4DU.58 61 6P 616LM 6UA-41 P1A T1 LB1 42285

3. INSTAIIATION AND CONNECTIONS (1) Remove the four mounting screws from the
bottom of teleohone set and remove the

3.01 These telephone sets are furnished from baseplate.
the factory fully assembled and wired for

bridged ringing. To connect the telephone set,
plug the mounting cord into a 625-type connecting (2) Remove components that are mounted to,
block or if an existing 548A jack (or equivalent) is or held by the baseplate.
provided a 2254, adapter is required and must be
ordered separately.

(3) Remove three dial mounting screws and
3.02 The internal connections for the 882A200 remove the rotarv dial.

telephone set are shown in Fig. 2 and 3.

3.03 Internal connections for the 8828200 telephone (4) Unscrew transmitter and receiver caps and
set are shown in Fig. 4. remove T1 transmitter and LB1 receive units.

3.04 To gain access to the interior of the set
for wiring changes, refer to the appropriate (5) Replace baseplate.

paragraphs in Part 4.

3.05 Line and Ringer Connections. 4.o2 Follow local procedures for returning telephone
company-owned components.

(1) For single line and two-party service, refer
to Table B (882A200) or Table D (8828200).

4.03 When it is desired to return a set to Western
(2) For adjustments and ringer cutoff feature Electric for repair, it should be packed using

ofthePlAringer,refertoSectionS0l-259-101. the D-180600 Kit of Parts which contains packing
materials and instructions.

4. RCMOVAT OF TEIEPHONE COMPANY-OWNED
COMPONENTS

4.01 When it is desired to discontinue telephone
service of the 882-type DESIGN LINE

telephone set, proceed as follows.

Note: Retrieve the telephone company-owned
components that can be easily removed.
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TABTE B
UNE AND RTNGER CONNECTTONS (882A200 TELEPHONE SET)f

WIRE OR LEAD COLOR
lNDtvtD,

OB
ARIDGED

RING
PARTY

TIP PARTY

NO IDENT
GROUND

IDENTIFYING GROUNO

lqno 2650f,,

Inside Wire at
Jack

R
G
Y
BK

R
G
Y
B

R
G
Y
B

R
G
Y
B

R
G
Y
B

R
G
Y
B

623P4 Line Jack
Assy

R
G
Y
BK

A
L1
G
L2

A
L1
G
L2

LL
A
G
L2

F
L2
G

F
L2
G

Ringer R
s-R
S
BK

K

L1

K

G

K

G

K

L7
G

K
L1

G

Line Switch Y
w

A
F

A
F

A
F

L2
B

L2
B

* Insulated and stored.
f For acces to set wiring follow applicable steps in Put 4.

TABI.E C
MODIFICATIONS FOR IAI or IA2 KIS (882A200

IE!EPHONE SET)*

* For access to telephone set wiring follow applicable
steps in Part 4.

LEAD COLOR

NETWORK TERMINAL

REMOVE
FBOM

CONNECT

TO

Line
Switch

q

I

BR
G
w

L1
F

L2
L2
G

C

623P4 Line
Jack Assy

G L1 F

Ringer BK L1 F

1-
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* Insulated and stored.

f For access to set wiring follow applicable steps in Part 4.

|TABLE Dl

LINE AND RINGER CONNECTIONS (8S2B2OOTELEPHONE SET}t

WIRE OR LEAD COLOR
INDIVID.

OR
BRIDGEO

RINQ
PARTY

TIP PARTY

NO IDENT

GROUNO

IDENTIFYING GROUND

1000Q 2650sl

Inside Wire at
Jack

R
G
Y

BK

R
G
Y
B

p

G
Y
B

p

G
Y
B

R
G
Y
B

R
G
Y
B

623P4 Line Jack
Assy

D

G
Y

BK

A
LL
G
L2

L1
G
L2

L1
A
G
L2

F
L2
G

F
L2
G

Ringer

R
S-R

BK

K

L1

K
{.

G

K
*

G

K

L1
G

K
L1

G

Line Switch

w
BL

BL-W
BR
s

F
C
A
L2
L2

F
C
A

L2
L2

F
c

L2
L2

B
*

C
A

B

C
A
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B4DU-58.:1:  HANDSII

HANDSET i I : :
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NOTES:
I .  SET WIREO FOR INOIVIOUAL OR

BRIOGED FINGING.
2. lF CUSTOMER PREMISE IS PRE_

WIRED WITB A 548A JACK OR
EQUIVALENT, INSTALL A 225A
ADAPTER IN LIEU OF 625-IYPE
CONNECTOR ALOCK

t -  INSULATEO AND STOFEO

OP - OIAL PULSE

ON-DIAL OFF-NORMAL

Fig. 2-882A2OO Telephone Sef, Connections
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H4OU-58..  .  HANDSIT
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c 0R0

NOTES:
I .  TO PREVENT TALSE HOLD CONDITION

WHEN GOING ON hOO( THE TIPAND
RING CONTACTS OF TiE LINE SWITCB
MUSI BREAX BEFORE THE
A-LEAO CONTACTS

2. S€T WTRED FOR tr0rVtoUAL G
BRIOCED RINGING.

* INSULATEO ANO STMEO
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Fig. 3-882A2OO Telephone Ser Wired for lAl or lA2 KTS
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I IRE CNNN BLK
(toTE 2) (NoIE 4)

I  P !  (G)

-RNc I  (o1
+H

GRD .
oRAl :  l t l  .

-SPARE
oRA 

O 
t6f ,  

<

:  D48u 2l
MTG
coR0

'

(-------,
+

6t6P

JACX

6?3P4

JACK
A5SY

PIA : .  LINE

RINCtR : . :  SwIICB
(NOrtr)  ,  (NorE2

:: :  ANOS)

NET WOR K H4DU-58 CANDSTT

HANDSII

:ORD

NOTT5:

1.  SET ! IMO FOR INDLVIDUAL OR BRIOGED
R ING I  NG.

2. WHEN UsEO I ITI  AI  OR IA2 KTS THE
(8()  AND (Y) LEADS BECOME A AND AI

AND INE (8R) !  tNE Si l ICN IEAO MUST

8E MVED FROfl  L2 TO G OF NEruORK.

).  TO PREVENT FALSE rcLD CONDITION
i lHEN COINC ON HOOK THE TIP AND

RING MNTACTS OF THE LINE s{ITCH

MUST MEAK EEFORE TN! A-LEAD

CONTACTS EREAK (KIS APPLICATION).
4.  IF CUSTOMER REMISE IS PRE{IRED

W]TH A 5484 JACK OR EQUIVALENT,
INSTALL A 22,A AOAPTER IN LIEU
OF 525-frPE CCNNECTING BLOft .
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DP - DIAL PULSE

ON - DIAL OFF+ORML
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Fig. 4-)8828200 Telephone Set, Connecrions{


