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BELL SYSTEM PRACTICES
Strtion hrtrlhtion and Mailtolucc

BONE CONDUCTION RECEIVER

I. GENERAL

1.01 This section covers the bone conduction receiver which
is used when the subscriber with impaired hearing

requires the transmission of sound through the bone.

2.  DESCRIPTION I I  FT

2.01 The bone conduct ion receiver consists of  a brown re-
ceiver,  a black headband equipped with a c lear plast ic

pad, and a black 4-foot cord (see Fig.  l ) .

3. INSTALLATION

3.01 The instal lat ion of  the bone conduct ion receiver re-
quires additional mounting cord conductors and in-

stal lat ion of  a 60178 key.

7M Install the 60178 kev as covered in Section C36'306'
r'w -Si;d;; --Co"tt.f 

Kefs, Description and Installation'

Wttete O-l6t-448 ion"..t*. -ar-e used, insulate and arrange in

the set to avoid interference with any movlng parts'

4. CONNECTIONS

4.01 Fies. 2 through 5 show typical connections for bonc
i"iauition reieivers and include all common battery'

LBT-CBS, and magneto antisidetone stations'

5. MAINTENANCE

5.01 Replace the bone conduction receiver if it becomes
defective.

CORD

STRAP

s- l  - - - -J

Fig. 2-Bonc Conduction for Key Equipment l0A

f - - - - - - - - r
?AeT 0f  suSSEI

03l t  0R
EOU I  YTIEIIT

t0t  c0rL

60 |  78 rEY

r rsr0E
Ull lXG pARt Of

HAXOSET COR

xs r l r720 REC
E/t  t r  f t  c0RD

t3-o I

sEcrroN c32.651
Ieruc l, Scpt.' 1955

AT&TCo Standard

r - - - - -1

rxsr0E
rIRE

IF REMOVE
- r{r  R€ lHEl l

i l rs lAt t r r {G
t(s t l t720
NEAD SEI

rs r  t t7?0 REC
E/Y I I  FT CORD

P RI
0f  23^ 3
Ar,rPt r f tER

\

xE/r0- a^||0

-'l

F
L-

ul
I

J

{:

0r0l t r88
c0xt l

il
tl

6. SUPPLIES

INDEX

Cordr
(Mounting)

Kcy

Fig. I

ORDERING INFORMATION AND
DESCRIPTION

CORD. DgD.
Mounting cord used with 372- and 334-type
telephone sets.

coRD, D6T.
Mounting cord used with 532-, 533-type
telephone- sets and 60304 Key'

KEY, 60178.
A Z-way position key mounted in a metal
box.

sET, HEAD KS-r4720, 12.
A bone conduction receiver equipped with
a 4-foot cord, headband, and clear plastic
paa'

Fig. 3-B_9n9 Conduction for 60J0A Kcv
With ZO2-type f"bph"o" S"t---'
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Fig. 4-Bone Conduction for 332- and

334-type Telephone Sete

Fig. S-Bone Conduction for 532- and
533-type Telephone Sete
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