
BELL SYSTEM PRACTICES 
Plant Series 

JACKS 

FOR PORTABLE TELEPHONE SETS 

SELECTION 

2. SELECTION 

SECTION 461·630·1 00 
Issue 5, June 1967 
AT&TCo Standard 

1.01 This section is reissued to: 

• Change title 

• Remove identification and installation infor· 
rnation. 

2.01 Table A lists jacks for portable telephone use 
with location, contact, mounting, color, and 

mating plug information. Detailed jack information 
is found in the indicated section. 

TABLE A 

MATING 
OTHER INFOR-

LOCA1riON CONTACTS MOUNTED COLOR JACK Pl.UG 
MATION IN 

SECTION 

Light Olive 404B (MD) 
Non flush Gray ( -49) 

>------~----

.vory (- I) 549A 283B 
------- ----

4 Light Olive 493A ( I) or 
Gray ( -49) 548A 505A 

Flush 497A (MD) 
Ivory (-50) 550A 

------~- --~~--

Brown (-54) 391A 461-630-101 
Indoor 8 Light Olive 274A 

Nonftush Gray ( -49) 
392A 

Ivory ( 50) 55.A 
Light Olive 541A 

12 Gray ( -49) 504A 
Flush Ivory (-50) 547A (MD) 

c--------
Brown (-54) 547B 

--

3 
Flush 

Brass 
KS·8420 KS-8419 
KS-8421 

4 
Nonftush KS-16151 283B or 505A 

List ., MD 
-----'"·---

*KS-19316: 283B 
4 or 12 List 1 (MD) 504A 

Outdoor Flush 505A 461-630-102 
--

4 or Aluminum List 2 (MD) 283B or 505A 

12 Nonftush List 3 (MD) 504A 
f-

283B List 4 

4 or 12 
Box Cover List 5 504A 

·----
Nonflush *KS-20202, 505A 

List 1 

• Housmgs only; refer to SectiOn 461-630-120 for adaptable Jacks which must be ordered separately. 
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