
BELL SYSTEM PRACTICES SECTION C38.253

Station Operations Manual Issue 1, Aug., 1957
Station Sets AT&TCo Stondard

SUBSCRIBER SETS-- 634YD

LOCAL BATTERY_ CONNECTIONS

1.00 INTRODUCTION

This section covers the combination of apparatus, circuit diagram, and connections for the 634YD sub-
scriber set when associated with hand telephone sets and coin collectors for local battery talking--common
battery signaling service.

9 _3"

FIG. 1--634 TYPE

TABLE A--COMBINATION OF APPARATUS
t inart i i

Components
Sub. Set

Code Induction Capacitor Ringer
Coil

, , , • ,

2--149B, 1149B, 449B, or 449H
and

I_147A, 147AB, or 447A
or

104A and 101A I_149B, 1149B, 449B, or 449H 6J, 6JA, 8J, 8JA,
634YD or and _ 68J, 68JA, or BIAL

113D and 46B 1_149D or 449D
and

I_147A, 147AB, or 447A
or i

1--387A it iiit
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SECTION C38.253

2.00 GENERAL SETS EQUIPPED WITH 104A INDUCTION COILS

2.01 The 634YD subscriber sets may be used in Network B: Connect a KS-8058, 400-ohm, or
combination with either hand telephone sets KS-13490, List 2, 390-ohm resistor be-

or coin collectors to provide service at local battery tween A on induction coil and BK. Connect black lead
talking--common battery signaling stations, from capacitor to wood screw. (See note 1.)

Network C: Connect yellow lead from capacitor to
2.02 These sets come equipped with either a 104A C on induction coil, and connect one

or 113D induction coil, but the coils are not end of black strap on C to wood screw.
interchangeable in the field. The corresponding ter-
minals of the two coils are given below" Network D: Connect black lead from capacitor to

wood screw, and connect one end of
104A--L1 RBK C A BL SL black strap on C to BK.

l13D--- S S1 $2 $3 P P

SETS EQUIPPED WITH l13D INDUCTION COILS
2.03 Means are provided in the sets whereby any

one of four different network connections, A to Network B: Connect a 63FD or KS-8058, 280-ohm,
D, may be made in the induction coil balancing eir- or KS-13490, List 2, 300-ohm resistor
cuit to Obtain a satisfactory sidetone balance when between $3 on induction coil and BK. (See notes 1 and
sets are used on the different types of subscriber loops 2.)

employed in the plant. Network C: Connect white lead from $3 on induc-
tion coil to wood screw and connect

2.04 Unless otherwise specified, sets are furnished black lead from capacitor to BK.with A network as shown in the circuit dia-
grams herein. Necessary changes in the set to obtain Network D: Connect black strap from S2 on induc-
the other networks are shown as follows: tion coil to BK.



SECTION C38.253

Notes tions are covered in the C Section which deals with bat-

1. The 63FD, KS-8058, 280-ohm, or KS-13490, List 2, tery supply filters.
300-ohm resistor is not furnished as part of the
set and must be obtained separately. 3.00 CONNECTIONS

2. To make this connection, the white lead from $3 3.01 To connect the subscriber set to its associated
on induction coil should be connected to any un- hand telephone set or coin collector, the appro-
used terminal on the set, and the resistor should priate circuit diagram herein should be matched with
be connected between that terminal and BK. If the circuit diagram on the foldout page in the section
there is no unused terminal, an extra terminal covering the connections for the hand telephone set
should be added to the set. or coin collector. It should be noted that changes in

the wiring of the subscriber set are required in some
2.05 When dry cells are employed for transmitter cases; therefore, circuit diagrams should be followe d

battery supply, they shall be connected in series closely.
with the battery terminals of the subscriber set, using
the number of cells specified in the C Section which 3.02 Connections in table form are also given for
covers transmission zoning, each type of subscriber set connection, Tables

C and E cover the connections of the subscriber set
2.06 Where stations receive transmitter battery sup- when used with hand telephone sets, and T/_bles G,

ply from a common source, a filter is necessary I, K, and M cover the connections when used with
in each transmitter circuit. This filter and its eonnec- coin collectors.

il

Page 3



SECTION C38.253

(u00-7

. WOODSCREW BATT TERMINAL 8LOCH.

R

TABLE B----ASSOCIATED APPARATUS

,

Hand Telephone Set
Class of Service ,

Desk Type Hand-up Type
., ,, , ,

Individual Lines
PBX Stations

2-Party Flat Rate

2-Party Message Rate 201A, B, C, or D
(Manual and 202E, F, G, or H 211E, F, G, or H
Ring Party Dial) 215A, B, C, or D 213A, B, C, or E

4-Party Semiselective

Multiparty Divided Code _
Multiparty Nonselective

,, i

FIG. 2m634YD

TABLE C--CONNECTIONS

i iiiii i i i i ii ,, , ,i ,, __

Wire or Lead Individual or Ring Party Tip Pady
Bridged

,,,_ ,, , , | .....

Ring L1 L2GN LI

Inside Wire from Protector or Line Tip L2GN L1 L2GN
.....

GND GND GND GND
_, . ,

R LI C GND
RingerLead ........

BK C GND C
........

R C C C
RingingCapacitorLead ,.

GN L2GN L2GN L2GN

R R R R
_

Y Y Y Y
Mounting Cord orLocalWiring -- .__

BK BK BK BK
,.,

GN L2GN L2GN L2GN
' ' , , , ,

Extension stations without ringer shall be connected in the same way as the associated main station except that both leads from
the ringing capacitor shall be connected to terminal L2GN.

, , ii ii i i ii
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SECTION C38.253

3.03 Circuit diagram of 634YD subscriber set, when used with hand telephone set and an individual source
of transmission battery supply is employed.

INSIDE; WIRE _i MTG CORD OR
FROM PROTECTOR RINGING CIRCUIT TALKING CIRCUIT LOCAL WIRING

INDIVIDUAL LINE

RING LI (B -'--"---

SET EQUIPPED WITH 104A _
INDUCTION COIL

GRD GND _ i (Y)

_" .............t i i , ,<_,,,i

.................,,ol

..............i (ovO _ N)TIP G K

Cs_

N) CGN)

I2I
TIP LI CB ,_._.,

BAT TERY ;_ii_

#
GRD IGND

CoN)O.5 _i_i
C/ SET EQUIPPED WITH II31D

NJ(GL2GN i_ INDUCTIO_I COIL

RING :" _("K) _ R__?_LI (SL'R) I

| --',1 -I _ leKll "x'woo'_i

L2GN BATTERY
TIP

EXTENSION STATION

WITHOUT RINGER

RING LI (B

GRD GND i::!!i::':;!_::i!i_i_

0.SUF

(_") I((R_)i

L2GN
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SECTION C38.253

TABLE D--ASSOCIATED APPARATUS wood.SCREW TEP,MINI10_LBLOCK-

, /-R
HAND TELEPHONESET

Class of Service

Desk Type JHang-up Type_ ,_

Individual Lines
PBX Stations
2-Party Flat Rate
2-Party Message Rate

(Manual and 207A, B, C, or D 211E, F, G, or H
Ring Party Dial) (Modified)

4-Party Semiselective
Multiparty Divided Code
Multiparty Nonselective

46B
INDUCTION

COl

i!i!......

Fro. 3--634YD

TABLE E--CONNECTIONS ._

, ,

Wire or Lead Individual or Ring Party Tip Party/Bridged
,,,

Ring L1 L2GN L1
• ._

Inside Wire from Protector or Line Tip L2GN L1 L2GN

GND GND GND GND
...... . .......

• R LI C GND
Ringer Lead ..........

BK C GND C
........ _

R C C C

Ringer Capacitor Lead .. "
GN L2GN L2GN L2GN

.........

R R R R
4...... .........

W BK BK BK
.... ., .

Y Y Y Y
Mounting Cord or Local Wiring ..................

BL * * *

GN L2GN L2GN L2GN

RR * * *

Extension stations without ringer shall be connected in the same way as the associated main station except that both leadls from
the ringing capacitor shall be connected to terminal L2GN.

ii i i .......

• Use any spare terminal in set to which cords or wires and the lead from SL or P on induction coil may be connected t_ogether.
If there is no unused terminal available, an extra terminal should be added to the set.
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SECTIONC38.253

3.04 Circuit diagram of 634YD subscriber set, when used with hand telephone set and common source of
transmitter battery supply is employed.

INSIDE WIRE _ I

FROM PROTECTOR I RINGING CIRCIJIT TALKING CIRCUIT 1 MOUNTING CORD

OR LINE OR LOCAL WIRING

i_ INDIVIDUAL LINE

_i ........ SET ECkUIPPED WITH ,04A

RING _ (BK' _i_ INDUCTION COIL i
I ' BK L I R BK R L I 2UF

,,.,o Ii...............
O..5 UF i .! ii!_iiii::i!::::ii::i_i::i::iii:_

(G N) (RJ _ _i!!__; -
(w)

TIP _ ;" :ii!i;ii

GN _ _;_

_: PARTY ON RING _i _< ' ' "_ i .._ _:;_'_"'ii

TiP _ (BK,_ _ __ .....l
_'I_NOT_-- I I I _i I _ iii7 .

wj

T O BA T T ERY _!_i_il ii!_i.I

_# ,::).5_/F.5UF(R)_ _ i!iii SUPPLY FILTER _i !i_iii::_ii:;iiii_!!m(GN)

........ i

........ _,..._(R'R,I
i! ii_iii INDUCTION COIL ::ii_i

_ii PARTY ON TiP _! .... (BK) 5 SI R LI EUF _;_:

(BK_ ii_!i_ " $3 $2 (R) !

GN C ! f (Rji ii(i _
OR) f"_',_BK) (_I"0"E0"_ w_ _ i_i

.....................¢i'_iiI LJ _ iiiii ;. m_) _ool_ i:17_i

GRD GND ::_::!::!::iiii:ii!i:i_::::!i!!iii;_! I "(BK) n,.,_ L i ..... i!ii;_!il

(GN) "-;; (R) .'L iii 1 B t i

I L2G N g" !iilii P P (GNJ_ > y !_ _iI -
_ii WITHOUT RINGER iii!!il SEE NOTE i i

: i_i ;:_::i_i_: . .

_i!!_ D_ iiiiiil; TO BATTERY t

_":'_i (i) ii!iii_:il:!:i:._:!::::::::iiii!!i SUPPLY FILTERGR D I I GN ,/:_i_::i(!:i:_iii_;i!i+

NOTE •

_ O.5UF(Rjl _C MAY BE ANY SPARE TERMINAL INSET.

J I(
TiP I l _ (GN)

_.ii'L 2G N
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SECTION C38.253
WOOD .SCREW BA'TT TERMINAL BLOC.,I'¢,.

LI-

TABLE FIASSOCIATED APPARATUS

Type of Coin Colledori i

Service Handsel Rec.---Trans.
..... , L, . , ,

--PoStpay--CDO 177GL, HL 158GL, HL
10-cent Operation 178GL, HL 158GL, HL

:. .........

152C, D 15OK, L
Postpayment--Manual 164C, D 162A, B

182C, D 162C, D
i

FIG. 4---534YD

TABLE G--CONNECTIONS

i i millIn

Type of Coin Collector
Wire or Lead 150, 152, 158, 162, 164, 168, 177, 178 or 182

, , | -

Ring L1

Inside Wire from Protector or Line Tip L2GN

GND GND

R L1
Ringer Lead

BK C

R C
_nger Capacitor Lead

GN L2GN

i

R R !
i

Y Y
Local Wiring to Coin Collector

BK BK

GN L2GN
!

i llll I I
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SECTION C38.253

3.05 Circuit diagram of 634YD subscriber set when used with coin collector type 150, 152, 158, 162, 164,
168, 177, 178, or 182.

'5::::::::::

WIRING

FROM PRO;TECTOR )i!i!i!ii.
OR LINE ::_i_::_!_!_i_

_:,';_J-_-_:: .SET EQUIPPED WITH _ ':_%.

_i R L I (SL'R). (SL) R

;::T!_::_i_i .........

............. i!!ili _!

;;!ii_;_ ,ii_i_i__T uF ./-WOOD i_:._i! _-_
:.iiiiii;;!!;
:iiiiii!!!: B K) ,SL BL (GN) Y
ii!ii!iii!! _ : _ _ :'
_ii!iii!i?i! CBK !...........

RING iii:i::iiii; LI (BK) iii !ilii; (GN)

........... :iiiiiii BATTER Y _:_! i:ii! !i:;i_ii -

.....::iii::iil iiil _:_....

ii_i_il},}il,: :;.... }: i;_ ;_i,!i?:'_!ii'_',i!', ii',:,':' _N ii'_;',_:
GRD , _iiiiiililil)iiGND :::_::;i !ill _ .!ii;_: il;i!ii:i

ii!iiii::!i!: }::Nii
:ii!::i!i:_ N_i_i

........... (GN) I C :T::_i_;;.;?i_;i_:_ i_\! !iiiiiil (Y)

!;:iii;!!!;i ii!!;i!_:;:!i_:ii SE T EQ UIP PE D WlT H i__J.i!::i
i!i!iii}!i!_i .........iiliii .......;;_;:.... 113D INDUCTION COIL _i_!............... ...._._,._ ::::::::_iii_)_i!i(BK.

(BK)
TIP (GN ) ..,. :_!ii!

S ___ SI R LI (SL-R).o (SL) _ii I :iiiiili i!-: :::_::_:::::
:_:_:_:_:::;:!:i:ili:i::L2GN _i_::iiii ....... ::ii_!i_
ili?:::::i::; :i::iil. '.;._i_i_::_i iii}i iii?ii: i (GN

.............. _._.._

................. _ IGN C _!i!::!::!i......... .i!:i:!::

!i;_ii!ii_i _ 0.5 UF _ WOOD l :i!;_!!!i!_!_ _;ili_i; _ii.:

!;:i::i;:iiiiiii ....... (B K) 5 CRE W I :_:._:_:_i_ ii_ii........
:ii!ii::!:ii"

ii!iiiii!_il :i;iil:::!_::_:._::,} _i:.iiii::::!? .:i::_ii:

::i;:i!i!!!i:: } _K _ ii:!:!!iii:,..........." ( Y ) !!ii!::iii

ii!ii!!i!ii! //_( BK ) P P (GN) GN Y l i : !, ::iii(:
............ !i::!!;::: ii:/i;

................. '........... iiii;iiiiiiiiii :.::_i:: ..........

:::::::..... ,:......... _ :::::: ..-.;,::.... i!_: !;iiiii}i!i ..............i_i;!!:
.:.:i ............... i_!iii:i_::_.:
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SECTION C38.253

WOODSCREW "BATT TERMINAL BLOCK.

TABLE H-.-ASSOCIATED APPARATUS

ii i i , i i i i ii iii "

Type of Coin Collectors
Type of ....
Service

Handset Rec.--Trans.

Prepay_Dial or Manual 174CL, DL, 155CL, DL,
GL, or HL GL, or HL

10-cent Operation 176CL, DL, 166CL, DL, L)
GL, or HL GL, or HL

' ........ R-

46B
I NDUCTION

FIG. 5--634YD

TABLE l--CONNECTIONS

I

Wire or Lead Type of Coin Collector
15.5, 166, 174, or 176

= , • , , , ,,

Ring L1

Inside Wire from Protector or Line Tip L2GN

GND *

R L1
Ringer Lead

BK C

R C
Ringing Capacitor Lead

GN L2GN

R R

y Y
Local Wiring to Coin Collector

BK BK

GN L2GNi
i ii i i ii i i

N0)e: The line wires need not terminate in the subscriber set as shown in the circuit diagram and table, but may terminate at the
bssociated terminals in the coin collector when desired by the telephone company. However, in the coin collector types 166
and 176, no terminal is available to terminate the ring conductor of the line wire.
_Terminate on GND terminal of coin relay.

Pag_!0



SECTION C38.253

3.06 Circuit diagram of 634YD subscriber set when used with coin collector type 155, 166, 174, or 176.

INSIDE WIRE RINGING CIRCUIT TALKING CIRCUIT i LOCAL WININGFROM PROTECTOR
OR LINE

i m)
,o.,.,.oucT,o.co,-

_ BK LI R-BK R LI R " R _ :
il ,_ v,,v "rs,, v vvv y II _

z,, o_l- (,,,, I I !I'M GN C _ Y?

"" 5L BL Y : _

I_ .....T T _ __0. '_,.o.,|_|, . !.,.._

.,No _ c )_ N
- !

i'i BATTERY

GND

NOTEI l'"'*' I{ _" ;;_

i 0.suF c _ SET EQUIPPED WITH

TIP , _ (GN) _ II3D INDUCTION COIL _ _

L2GN

| ¢'1 o.50_" "X--wooo

i "-I_,"' _c._w _,

, i

BATTERY

NOTE "
I. TERMINATE ON GRD TERMINAL OF COIN RELAY

rage_ !!



SECTION C38.253

TABLE J---ASSOCIATED APPARATUS WOOD SCREW TERMINAL BLOCK

iii i

Type of Type of Coin Collector
Service Handset

,_,

Postpay--CDO 193GL and HL
10-cent Operation c

i illli i in i

46B
INDUCTION

C_

FIG. 6--634YD

TABLE K---CONNECTIONS

ii i

Wire or Lead Type
of Coin Collector

193• .

• ....

Ring L1

Inside Wire from Protector or Line Tip L2GN

GND GND

R L1
Ringer Lead

BK C

R C
Ringing Capacitor Lead

GN L2GN

R R

Y Y

Local Wiring to Coin Collector BK BK

GN L2GN

R SL or *
i i li|ll ill

• Use any spare terminal in set to which wire conductor and the black lead from P on induction c_il may be connected together.
If there is no unused terminal available, an extra terminal should be added to the set.
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SECTION C38.253

3.07 Circuit diagram of 634YD subscriber sets when used with coin collector type 193.

NOTE"
I. MAY BE ANY SPARE TERMINAL IN SET

Page !3



SECTION C38.253

WOOD SCREW TERMINAL BLOCK"

TABLE L--ASSOCIATED APPARATUS

i i i iii ii

Type of Service Type of Coin Collector
Handset Type

| - - C_

Prepay--Dial or Manual

10-cent Operation 191CL, DL, GL, or I-IL

46B
INDUCTION

COl

FIa. 7---634YD

TABLE M--CONNECTIONS

ii i

Wire or Lead Type of Coin Collector
191

, ,,, , ,,

Ring LI

Inside Wire from Protector or Line Tip L2GN

GND **

R L1
Ringer Lead

BK C

R C
Ringing Capacitor Lead

GN L2GN

R R

Y Y

Local Wiring to Coin Collector BK BK

GN L2GN

GN SL or *
i

Note: The line wires need not terminate in the subscriber set, as shown in the circuit diagram and table, but may terminate at the

associated terminals in the coin collector when desired by the telephone company.

":'Use any spare terminal in set to which wire conductor and the black lead from P on induction coil may be connected together.

If there is no unused terminal available, an extra terminal should be added to the set.

• *Terminate on GND terminal of coin relay.

Page 14



SECTION C38.253

3.08 Circuit diagram of 634YD subscriber set when used with coin collector type 191.

:_ _% LOCAL WIRING
INSIDE WIRE .% RINGING CIRCUIT TALKING CIRCUIT _

FROM PROTECTOR_ _
OR LINE i_::_ _:i_

.SET EQUIPPED WITH _ii
_'_:_', 104A INDUCTION COIL
_:.._i_ ...._:i:!:_:_-

i_iiii RAP _ " ;(_
_iii::iii_ii

iiiiii;i __uF f-wooo _i

i!iiii::iii ....:i:ii:_i';_:,:!_i!i!_!::il(GN) _ (GN) _ :_.:!_iiii

11
IN_ : • -

_! _i iii_i ':__!_:::" " , " .,_i '_$

iiilii BATTERY

NOTE 2 _ ('GN} l/ (R) _ -;,..:ii::iil N

t f _" ........ ii!i!i! !i!

TIP ,, _ 0"5UF (GN) _ _ii SET EQUIPPED WITH _i
_(i_i_ 113D INDUCTION COILi-ssi_: ..:?_.g..<.!v

ilii I_'::-:::::)_,s s, a t-,,st.R, 'st.' R i 4_ ( _i_

i!iii!ii ,j !?; li =_ _o" ! _;_

!i!!!ii:!i!i:: _.......

!ii!iii::i_i .... _ /r P _ CGN) (Y)............ i ii _.._.__._
i!!!i!iil;i _i (OK _ _ 00O_ ....

!iiiii!i i ' '

.............. _ £N_

'.iliiii!i!i!i N _

-ii; , (GN) _ '

' "
"----SEE NOTE I BATTERY"

_.<<.:.:.:

i_iii',_ili

_i;i::::i_ili NOTE _il_i;_ (y)
I. MAY BE ANY SPARE TERMINAL IN SET

2. TERMINATE ON GRD TERMINAL OF COiN RELAY (OK)

(GN)

[GN)
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