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I. GENEIAI.

l.0l Thie section is reissued to:

o Revise Tables A and B

o Add new Fig. 13,36, and 3?

2, IDENTIFICAIION

2.0f ArtW To cover hanrsmitters and transmitter
units used in station equipment.

2.A Ordedag Guide:

o Unit, Transmitter (Table A)

o Transmitter (Table B)

& tilsrAt[AtKrN

3,01 Be careful not to damage transmitters or
transmitber units before installation.

3,02 Spring-type contacts which make with
transmitter units, such as those in handset

handles, should be clean and not bent or distorted.
Some trangmitter units use screw-type terminals.
These t€rminals must be tight.

3.03 The 635A transmitter unit  comes ful ly
assembled and can be installed in existing

transmitter bellg.

3,04 The AC1 and ACB transmitter units have
an orientation dot next to one terminal. If

replacement is necessary, the relat ion of the
transmitter leadg to the transmitter urit must be
kept the same. This is to ensure that all transmitters
in the system are in phase.
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3.05 The 6678 transmitter can be modified to
make it less susceptible to piekup from

meehanical vibrations when used in conjunction with
&type speakerphone service. Order a8 "lYansmitter
6678 Modified per D-180196."

4. MAINTENANCE

4.0t Transmitter housings and transmitter caps
may be eleaned with a KS-14668 cloth or

equivalent. A damp cloth may also be uged if it
is not too wet; too much moistufe may damage
the trangmitter unit or electriegl components.

4.O2 Contacts of the 635A transmitter are
silver-plated and should not be burnished.

Tarnish on the contacts is not detrimental.

a.03 If the Fl unit used in the 635A transmitter
becomes defective, it may be replaced by

unscrewing the clamping plate assembly of the
mouth-piece. The two lugs on the assembly form
a finger grip. If the clamping plate assembly
cannot be removed witlr finger pressure, a screwdriver
may be placed across the clamping plate assembly
to engage the lugs and assist in turning the assembly
out of the mouth-piece.

a.04 To distinguish between line circuit noise
and a noisy carbon transmitter unit, gently

blow into or gently tap the side of the transmitter.
A repeatable variation in the magnitude of frying
noise heard indicates a defective transmitter unit
that should be replaced.

t1.05 To test a magnetic-type transmitter unit
(Example: AB2, AC1), remove the U1

receiver unit from a 500-type telephone set and
terminate the receiver leads to the magnetic
transmitter unit. Dial a test eall. The response
from the magnetic transmitter unit should be audible,
but not comparable to that of the U1 receiver unit.
If no response, the magnetic transmitter unit ig
defective.
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UNIT USE REMARKS FIG. NO.

F1 In Fl ,  F2, and F3; 1011A, B, and G
handsets: 635A and 645A (MD) transmitters.

Carbon type - for replacement use
only.

land2

K] In F6AR. F6BR. and F6CR handsets.
Carbon type - used in explosive at-
mo8phere8.

1and3

NI ln 52- and 53"type head tel sts.

Carbon type - designed to reduce
background noises, but retain reproductive
qualit ies.

N2

As a microphone in the 659A.,6604,
664A (MD), 6648, C, D, E md 678A
transmitteN.

Simila to the N1 unit, but h6 reduced
carbon fi l l . Interchanging the Nl and N2
units is not r€commended.

T]
In G1, G3, G5, G6. G7, G8, Gl0,  G12A,
and J1 A handsets.

Carbon type - for general station
use.

5and6

T2 In F- and G-type handsets with coin
telephone.

Same 6 the Tl unit, but hs a protective
grid to prevent fraudulent operation
of coin teleDhone.

5and7

T3
(MD InGl lAhandset.

Same 6 the T2 unit, but hs screw
terminals for use with spade tip con-
ductors.

Sand?

T,I Same as T2 unit except has additional electri"
cal insulation.

5and?

AB2 As a nicrophone in the 6678 transmitter,
Magnetic type encaed in a magnetic shield.

8

AC1
As a microphone in the 6628, 666.4 (MD),
6668, 670A and 671 A t lansmit ters. 9

AC3
As a microphone in 6724,67AA,671A,
6748, 679A and P-29E579 transmit ters.

Magnetic typ€ encased in a magnetic shield,
less rubber boot.

10

AD1
As a microphone in the 3-type speaker-
phone system and in 52-type head
telephone set6.

Balanced armatu!e magnetic type trmtr
unit mounted in soft ru bber boot. reduces
mechanical vibrations-

11

AE1
60- and 61-type operators head telephone
se ts.

Concentric pole, central armature, composite
diaphragm magnetic type transmitter unit.

t2

AF1
As a microphone in 4A Speakerphone and
MOD llC PICTUREPHONE @ service.

Forms part of 635A transmitter, used in
desk stand mountings.

Consists of F1 transmitter unit in a combined
faceplate and mouth piece. l4

I  TABLE A I

TRANSMITTER UNITS
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I  TABLE B I

TRANSMITTERS

TRANSMITTEF
TRANSMITTER

UNIT
COLOR' USE REMARKS FIG. NO.

636B A&M In coin collectors, Ttansmits coin signals, 15

645A (MD)
In desk stands, wall sets,
and coin collectors,

Consists of 635A trmtr unit
with flat back bell but not
provided with a clamping
bolt and screw.

74

654A ln coin col lectors. Ttansmits coin s ignals. l6

6s4B (MD) In 1A and 2A coin
telephones.

Same as 654A except for

shape of bm.
17

655A (MD)

As a trmir in 592-type
(MD) tel sets and as a
microphone in 656A
(MD) trmtr.

A magnetic type; consists
of a U1 rcw unit with rcrew
terminals and a neoprene
gasket.

18

656A (MD) 655A (MD) With lA and 1A1
speakerphone systems,

Consists of a 655.4 trmtr,
equalizer, and potentiometer
enclosed in a plastic housing
and equipped with a T11A
cord.

l9

658A (MD)

Replaces the 655.4
(MD) trmtr. Provides
magnetic shielding
from nearby power
sources.

A magnetic type; consists of
an HC-3 rcw unit, nounting
msembly with screw termi-
nals, and a neoprene gasket,

l8

659A

N2

In the 558C/D tel set
with 1A home inter-
phone syst€m.

Consists of trmtr unit,
bracket, and component
bodd. ,1 and 20

660A (MD)
In the 511C/D tel
set  wi th 1A home
interphone system.

Same as 659A trmtr; differs
only in the shape of the
mounting bracket.

661A (MD) A81 (MD)
In 600 series tel sets
with 1A and 1.A1
speakerphone systems.

27

6628 ACl
With panel mounted
3-type speakerphone
systems.

Equipped with 18-inch leads,
clamp ring, and mounting
scres.

9 aad 22

664A (MD)

N2

In 7118 tel  sets

For 1 A home interphone sys-
tems. All consist of tmtr unit
and component board, but
differ in the shape of the mtg
bracket used.

664 B

In 751-,  r751-,2?51-
752.,  7?52-,2752-,
75,1-, and 27,4-type
tel sets.

664C
In 7118, '712B'7 '7728,
and 2?1 28 lel sets.

24

66.1D
In 1558D and 2558D
tel sets.

25

664E
In 151 l - ,  and 2511F-
type tel sets,

26
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TRANSMITTER
TRANSMITTE R

UNIT
coLoRr USE REMARKS FIG. NO.

666A (MD)

Acr

-03, -50,
-c1.  -oJ,

-54,-56,
-58,-59,
-60, -61,
-62.-61

With the 3-type sPeaker-
phone system.

Consists of a transistor
amplif ier and components
in a molded plastic housing
and equipped with a T1 1A
cord

9
and
19

666B

-03, -50
.D1, - tJ

-58,-59
-60, -61
-62, -64

Same as 666.4 (MD) trmtr,
but in addition has two
capacitors to reduce radio
interference and equipped
with a T7A cord.

667.4 (l\, lD)

AB2

In 600 series tel sets
equipped with 590 or
650 series keys used
with 3-type speakerPhone
system.

A modular unit equipped
with (MD) color coded
leads. 8 and 27

66? B

Same as 66?A trmtr except
equipped with even count
color coded leads. See 3.05.

670A

AC1

.03,-50

-51, -53
-58, -59
-60,-61
-62, -64

In conference arrange'

ments of the 3-type

speakerphone system.

The ON button is also a 2-
position switch which allows
auxil iary 6?1A trmtr to be
included in the conference
feature. Equipped with a
T9A cord. 9 and 28

671A

As auxil iary trmtr in the
conference arrangement
of the 3-type speaker-
phone system.

No cord is provided.

Shielded (SK type) wire

must be used to connect

trmtr to system.

6724

AC3

With 3A speakerphone
service in 3640 and 3641
type tel set.

Consists' of a transistor
feedback amplif ier, a
volume control, two
pushbutton operated
spring contacts and
associated lamp block
assembly

10 and 29

67 3A
With 3-type speakerphone
service in 16?1A7 tel
sel.

t0 and 30

6744
With 3B speakerphone
service in 3673A7 tel
sei.

Consists of an AC3
transmitter unit, a volume
control, switch subassembly
and a three-stage trans'
istorized amplif ier. On and
off buttons i l luminated by
51A lamp. Has seven
spade tip leads.

10 and 31

67 48
With 3B speakerphone
service in 267787 tel
set .

Same as 6?4A trmtr except
contains a MA7 relay,
53A lamp and 13 spade
tip leads.

L0 and 32

678A N2
In 511D-,  F-,  and H-type
tel sets wit,h 1A home
interphone

Similar to 660A trmtr. 4 and 33

,TABLE B (Cont l l

TRANSMITTERS
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