
BELL SYSTEM PRACTICES
AT&TCo Standard

SECTION 502-619402
Issue 2, May 1973

SERVICE

2662-TYPE TELEPHONE

1. GENERAL

1.01 Reissued to:

● Add KS-20419L1 buzzer

● Add MIB ringer

● Add 4228B network.

1.02 These sets are supplied factory-wired as
2662A1 only. For conversion to 2662A2 or

2662A3 the appropriate key must be ordered and
installed separately. Modtiication kits are available
for field conversion to provide exclwion (2662A4,
2662A5, or 2662A6 codes). For ordering and
installation information, refer to the appropriate
Reference section in Division 502. Speakerphone
connections are shown in Division 512.

1.03 When a 2662-type telephone set is not used
as a speakerphone set and is multipled with

any other set capable of furnishing speakerphone
feature, speakerphone leads must be disconnected,
insulated, and stored either at the telephone set
or at the multiplying point. If not disconnected,

the speakerphone leads will provide a common
conne_&ion between the circui~ of the multipled
telephone sets.

TABLE A

P-YODOI 2 POLARITY GUARD CONNECTIONS

REMOVE
-1

FROM
CONNECT TO

LEAD

NET NET
POIARllY

GUARD

I Dial IBKIRRI ITI

I Line Switch / W I C \ Isl

Polarity G RR

Guard w c

Noie:

Polarity guard used when specified by local
instruction for end-to-end signaling instal-
lation when battery and ground reversals
may be encountered.

TABLE B

PICKUP-SIGNAL KEY CONVERS1ON, 2662A1 OR 2662A4 TELEPHONE SET

F
CONVERSION

OPTIONS
-—

HPPPPP (Note)
HPPPPS

L

HPPSSS
HPPPP,s:,.
Hppp:,p:,sx
~pp:,:p.p.s.

657A OR 599A KEY LEADS

(0.w) ! (s-w) (GR) ! (BL-BK) (BR-BK) I (BRW)
1

A2
.42
A2
A2
AZ

A2
S1

A2
A2
A2
SG
A2
S1
S1

A2
A2
SG
SG
S1
S1
S1

A2
SG
SG
SG
A2f
Az+

A2+

5
5 I
5 I

J

5
SI
S1
S1

* These arran~ements use line switch controlled ground for common signal key used with private or intercommunicating
lines. Common signal should be used to operate a common signal relay. Do not wire directly to a buzzer. Fig. 2 and 3
show line switch lead terminations.

+ For 1A KTS connect ( BR-BK) key lead to BI. terminal.

Note: 657A or 599A key as furnished in 2662A1 telephone Set. TO convert from pickup (locking) to signal (nonlocking)
remove the P-1 OES37 screw from the plunger at the key position being converted.
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SECTION S02-619-402

OSOK MTG CORO
(EL-W ) *
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R(1) (EL-W)

U-8L ) /
26 T(1) (W-BL ) J

)
4

< R(2) (eR-w)

2s
< T(2) (V-SR )

>
7{ < R(3) (O-R )

32<;(:)
[R-O )

lo+
(S-R )

>

(R-S )
35<R[J (G-SK )

)
13

~T5)
38<Rj

(BK-G)
)

16<
(BL-Y )

1( BL-Y) x)

41
T(6) (Y-BL)
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@RI
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$ ;;

C7) 4*

2662A I OR A4 TEL SET 2262A2 OR AS TEL SET 2662A3 OR A6 TEL XT
657A OR 599A K[Y 636A OR 598A KCY 6S7B M 599B KEY

Pu Pu Pu
1> v v v

A I > n 1> A

26> v , /
,, 26> A 26> A

3>
v . .

A 4 3> /. I
2:> A ( ) 28> n

v5> n ( ) 5>

30>
u \/ +: :

30> ./
A 4) 30> n
u ,7>

T, ,
7> ,\

c t,32> n 32> n
9>

v ,)
n 9> n 9

34>
\. 41 34> 34

11>— 11> e
/. II
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A
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~’ ; D=

TB

36 ~ 36> 36 TB

13 -$ 19 44 10 19 44

‘u 11
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.—— — ———. ———— —-—— u-!8--
L L———— —--- ———— ———— ~

Fig. 1+2662-Type Telephone Set, Connections (Shoot 1 of 2)4
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1SS2, SECTION 502-619-402

GMt (w) I I (W-BL ) s? (w) ~1* (w)
RCVR

I
M

I w I
I T’

w(SK) 3
I I

9 :
f

- LS 1

I (R) I

I I (R-G ) Rt (w) -2* (w)
I

w 1

I ‘xw!e~v: !

(R) Tt (R) -3* (R)
w w

I d %
(9L ) ~Bt (v) ~5* (9K )

w w,.. ,

(R) R (G) i I (G) d \

(G) xl (G] A

w 1 LS

i ROTARY+CXCITCR t
~ SWITCH

CXCLUS10K SUI TCH
———— —— J

NOTES:
(.

2.

3.

4.

5.

6.

7.
8.

___
W?ICNEXCLUSION fEATURE IS OCSlRfD, CONNECT EXCLU.5JON SUITCH
TO STAT IONS BY 141ANS Of CORD CONDUCTORSNOT IN USE FOR
OTHCR FUNCTIONS. WHEN EXCLUSION SWlTCH I S CONNECTCD TO
I A KfY TELEPHONE SYSTEM, THC H ANO B LEADS W3T BE PAlRfO.
WIEN CONNCCTEOTO I Al OR I A2 KEY TELCPHONC SYSTEM, THE A
LEAOS MAY BE CO,yNECTEOTo PAIRED OR NONPAIRED COWUCTORS.
TO USC 6TH LAMP, fOUl P KCY WITH THC PROPER LAMP ANO CONNECT
ASSOCI ATCD Lf AOS AT EOUI PMENT OR 01 STRI BUTION TCRMINAL AS
REQUIRCO.
THE 422I3B NETWORK IS ELECTRICALLY THE SAME AS THE 425K OR,
425G (MD) NETWORK. THE 422SB OR 425K NETWORK PROVIOES S ANO
T TIE POINT TERMINALS.
CONNECTIONS FOR MIB RINGER SHOWN. CONNECTIONS FOR MIA
SAME AS MIB EXCEPT UNUSED RINGER LEADS ARE INSULATED
ANO STOREO.
IF CAPACITOR IS NOT REWIRED IN RI NGCR CIRCUIT, MOVC (BR)
STRAP FROM K TO A OF NETWORK.
TO SILENCE RINGER PERMANENTLY,NOVE (BK ) R INGCR LEAD FROM
TERMINAL 7 TO TERMINAL 6 OF TBI .
EXCLUSION KEY MAY BE USEO TO CUTOFF RINGSR IN SCT.
!JWN 656A OR 598A KEY IS PRDVIOED ADO STRAP BETWEEN KCY
TERMINALS A AND A2.

422 BB,425K,0R 42SG

N[Tkf3RK
(NOTE 3 )

LEAD CONNECTIONS ON 42% (MO), 425K,
OR CURRENT 42288 NETWORK

LEADS COLOR
425G 422SB OR
~~RK 425K

NETWORK

LINE SWITCH BK I OF TBI S ON NET

DIAL W-& I OFTBI S OH NET

R 3 Or Tel T ON NET

SRAPS REQUIRED ON 42288 OR 425K NETWORK
TSI

(w)
NETWRK

1> < s

3)
(R)

< T

YNESE LEAOS CONNECT TO (BR-BK ) Am (O-Y) LEADS

TERMINATCO ON A20
LINE SWITCH SEW2NCE:

bc - NAKES

de - MAKES

ob - BREAKS
fQ - BREAKS

INSULATED AND STORED
NETWORKTERMI NAL, UNOCSI GNATED TT,RNINALS ARE ON 162
TERMINAL ON TBI
EXCLIY510N SUI TCH
HOLO KEY
LINC SW17Cti
TURNBUTTON (CUTOff )
PICKUP KEY

Fig. 1+2662-Type Telephone Set, Connections (Sheet 2 of 2)4
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2(
Al (O-W)

1

LK I

@

A. WITHOUT I HOLO

2<
Al (o-w)

1

25<
LK (S-V)* QJLK

(s)

@

>
(8 R)+ cub

@

AG (v-s)*
!s0 < < 4

A :“ >:& , s ,{L;2

SP (O-Y)* : (w-G) * (s-Y) *
!7 < u )48> A

I

L< 49 (S-BK) *

B. WITH I HOLD

* - INSULATED AND STORED

LEAOS INVOLVED IN MODIFICATION

; -HOLD KEY
L’ - LINE SWITCH

~ - WITHOUT BUSY LAMP

@)- WITH BUSY LAMP, USE Ks-15724, LI 0100S

~- AOO STRAP WHEN 656A OR S9SA KEY IS FURNISHED

Pig. 2—1 Al or 1A2 KTSA Hold and/or Station Busy Lamp Modification
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1SS2, SECTION 502-619-402

RI (G-V}
23{

R(l) (BL-WI
1< >,>? @#&

I

/
(NOTE II

{G)
LS (w Ct

,.

(s-Y)*
de

d

II
;/

L ; 49

d

‘ H * ‘G-*)$ 1++,~(’”-”)$ *

ii ‘4 LS
SG IBR-Y) SG

19<
(Y)* (BR)+

+

bc

a

I
(s)

2s<
LK [S-V) @LK

J-+44>
(G) KEY LEAD Ft

●4 BL(Y-BR) [NOTE 2) BL

so<
AG (V-S)$

NOTES:
1. WHEN 656A OR 598A KEY IS USED PLACE STRAP BETWEEN R ANO R1.
2. IF STATION BUSY LAMP IS NOT PROVIOED, REMOVE IY-BR} MOUNTING

CORD LEAD FROM EL TERMINAL; INSULATE ANO STORE.

*-
t-
*-
H
LS
Pu

INSULATE AND STORE
NETWORK TERMINAL
LEAOS INVOLVEO IN MODIFICATION
HOLD KEY

LINE SWITCH

PICKUP KEY

Pig. 2-2662-Type Telephone Set Converted for 1A KTS-With or Without Busy Lamp or Speakerphone
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SECTION 502-619402

TABLE C

PICKUP-SIGNAL KEY CONVERSION, 2662A2 OR 2662A5 TELEPHONE SET

CONVERSION
656A OR 598A KSY LSADS

OPTIONS (o-w) [ (s-w) (G-R) 1-
(BL.BK) I (BR4K)

I (o-w I
(R4)

I
PPPPPP (Note) A2 A2 A2 A2 A2 A2 6

PPPPPS A2 A2 A2 A2 A2 SG 6

PPPPSS AZ A2 A2 A2 SG SG 6

PPPSSS A2 A2 A2 SG SG SG 6

PPSSSS A2 A2 SG SG SG SG 6

PPPPP”S” A2 A2 A2 A2 S1 A2+ S1
PPPP’’P”’S* A2 A2 A2 S1 S1 A2+ S1
ppp,,p.p,,s. A2 A2 S1 S1 S1 A2+ S1
pp::8p:,p8,pzYs* A2 S1 S1 S1 S1 A2+ S1

“ Thc;e arrangements use line switch controlled ground for common signal key used with private or intercommunicating
lines. Comm”n signal should be used to operate a common signal relay. Do not wire directly to a buzzer. Fig. 2 and 3
show line switch lead terminations.

+ For 1-4 KTS connect (O-Y) key lead to BL terminal.

Note: 656A or 598A key as furnished in 266W telephone set. To convert from pickup (locking) to signal ( nonlocking)
remove the P-1 OE837 screw from the plunger at the key position being converted.

9 TABLE D 4
.

PICKUP-SIGNAL KEY CONVERSION, 2662A3 OR 2662A6 TELEPHONE SET

~

CONVERSION
OPTIONS

HPPPPC (Note)
HPPPSC
HPPSSC
HPPP’3S’:C
Hpp:, p:.7S:,C

HPPPPC(l)
HP7PPC(2)

HPPPPC(3)

IHPPPPC{4)

4578 OR 5WB KSY LEADS I

(0.w) (SW (O-R) (BL.SK)

A2 A2 A2 A2
A2 A2 A2 SG
A2 A2 SG SG
A2 A2 S1 A2$
AZ S1 : SI A2s
.42 A2 A2 A2
A2 .42

i ‘2 I ‘2
4“ L1 of Net.11

4 *

(BR-BK)

A2 A2 A2 ‘ A2

A2 A2 A2 A2

‘ These arrangements used line switch controlled ground for common signal key with private or intercommunicating lines.

A2
A2
A2
A2
’42
A2
*

*

.

d———
(O-Y)

A2
A2
A2
A2
At

I

Common signal should be used to operate a common signal relay. Do not wire directly to a buzzer. Fig. 2 and 3 show
line switch lead terminations.

+ Insulated and stored.

; Remove mounting cord (S-Y) (Y-S) leads, insulate and store.

$ For 1A KTS connect (BL-BK) key lead to BL terminal.

II Remove mounting cord (BLVI(V-W)Ieak; tisulate~d s~m.
Turn button may be used to

(1) Operate auxiliary relay [through 5th R and T (G-BK) IRK-G) pair].
(2) Cutoff ringer in set 1 connect 5th R and T (G-BK) (BK-G) pair to rinfwr o!’ signal circuit.
(3) Cutoff buzzer in set \
(4) Cutoff external audible signal [connect 5th R and T (G-i3K) ( BK-G) pair to signal circuit; connect 6th R and T

(BL-Y) (Y-BL) pair to external signal].

Note: 657B or 599B key wired as furnished in 266M3, telephone set. To convert from pickup (locking) to signal (non lock-
ing) remove the P-1 OE837 screw from the plunger at key position being converted.
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1SS2, SECTION 502-61942

0 TABLE E4

CONDUCTOR ASSIGNMENTS USING

66 E-TYPE CONNECTOR BLOCK OR A25B CONNECTOR CABLE

1 MTG CORD OR PLUG OR 46E.WPE
A258 CONN CABLE CONN CONN BLOCK

LEAD TEL SET
DESIG TERM.’ PAIR CONDUCTOR PIN

CLIP

NO. COtOR NO.
TERM.

NO.

T 26
1

W-BL 26 1 I
R 1 BL-W 1 2

A,H,S, or S1 TB2-1 w-o 2’7
2

3
Al or Bt TB2-A1 o-w 2 4

LG 38 W-G 28 5—
L1 13 3 G-W 3 6
T 28

4
W-BR 29 ‘1

R 3 BR-W 4 8
A,H,S, or S1 TB2-2

5
w-s 30

Spare or Bt
9

++ Sm 5 10
LG 39 R-BL 31 11
C2

-—.
14

6 BL-R 6 12
T 30

7
R-O 32 13

R 5 O-R 7 14
A,H,S, or S1 TB2-3

8
R-G 33

Spare or B?
15

.+ G-R 8 16
LG 40

9
R-BR 34 17

L3 15 BR-R 9 1.8
T 32

10
R-S 35 19

R 7 S-R 10 20
A, H, S, or S1 TB2-4

11
BK-BL 36 21

Spare or Bt ++ BL-BK 11 22
LG 41

12
BK-O 37 23

L4 16 O-BK 12 24
T 34

13
BK-G 38 25

R 9 G=BK 13 26
A,H,S, or S1 TB2-5
Spare or B+ 14

BK-BR 39 27
++ BR-BK 14 28

LG 42
15

BK-S 40 29
L5 17 S-BK 15 30
‘T 36

16
Y-BL 41 31

R 11 BL-Y 16 32
TB2-6

17
Y-o 42 33

+. o-Y 17 34

1 TB2-7
18

Y-G 43 35
TB2-8 G-Y 18 36

– LBL
19

Y-BR 44 37

I ~J-SG BR-Y 19 38
TB1-7 Y-s 45 ; ?9

! A _* —t 20 s-Y 20 ‘-40

L2 of Net. ~
.-

I ‘?, ..: X7... 21 ‘nT X7

L6

BL or LS I TB2
SG Tr! Q

B or B1
R or R1 I n 01 ne)

BZ1 46 I 41
BZ I hi ULJ7CL. I I Uti- . 21 42

Spare ++
I 22

v-o 47 43
Sri... + l-l-v 5?2 AA

1

I
-r

spas. .1 L/n 1 * J 1
~.- , I ““ 1 ““ J

w~-. . .

Spare or T1 +.—.—
Spare or R1 + 23+
Spare or IT +.
“pare or IR . 24.

pare or AG +.
. ..”. A. T v + 25

* Contacts of key plug unless otherwise noted.

f Whenset is used in 1A key telephone systemj these balance leads must not be used for other purposes.

y Insulate and store.
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