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TELEPHONE SETS
410 TYPE

I .  GENERAL

1.01 This is a temporary sect ion giv ing general  informa-
t ion pertaining to the 410 type telephone sets such

as descr ipt ion,  use and connect ions.  I t  is  re issued to cover
connect ions rvhen turn button key is used for control l ing a
l istening- in set .

7.02 These telephone sets were designed pr incipal ly for
use in connect ion rv i th Key Telephone System 1A

which is an ent i re ly ne' lv stat ion system that wi l l  eventual iy
replace the numbered stat ion'wir ing plans. For the present,
however,  they may be used in connect ion wi th certain of
the stat ion wir ing plans and for th is reason some new stat ion
wir ing plan numbers have been assigned. Their  s igni f icance
is descr ibed later in th is sect ion.

2. DESCRIPTION AND USE

2.01 The 410 Type Telephone Sets arc of the cornbined
set type and are,  as shown in Fig.  l ,  equipped with

a combined turn and push button key which makes them
suitable for  use in place of  the separatel-v mounted subscr iber
sets,  keys and hand telephone sets or desk stands used in
connect ion rv i th some of the stat ion wir ing plans.

2.02 When the operat ing button of this key is rotated
from one posi t ion to the other i t  operates two sets

of t ransfer spr ings and is locking in both posi t ions.  When
the key button is depressed i t  operates a set  of  contacts
the sanre as a push button.
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Fig. 1-41O Type Telephone Sct

2.03 The turn button part  of  the key iu the 410 type set
nray be used to take t le place of  the 60178 Key used

in Stat ion Wir ing Planr Noe. lO0, l0 l ,  150,203 and 400.
When this set  is  used the foregoing plans wi l l  be designated
1OOA, 101A, 150A, 203A and 4OOA respect ively in order to
rurakc a r i is t inct ion betu'een thesc scts and scts rv i th separately
mounted keys. Al l  stat ion designat ions such as M, MX, C,
etc. ,  rernain the same as for the ear l ier  p lans. The push button
feature of  the key shor-r ld,  of  course, be used lvhenever one
push button is needed for s ignal ing purposes. I f  addi t ional
push buttons are needed they should be rnounted separately
as covered in the standard stat ion wir ing plan pract ices,

2.01 The 410 type telephone sets are complete sets includ-
ing the pr incipal  apparatus i tems l is ted in the fo l low-

ing table and associated notes.


