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CORTELCO Practices SECTION 50-554-105 
Issue 4, March 1989 

SINGLE-LINE, PUSHBUTTON DIAL, WALL TELEPHONES 

(STAN OARD SIZE) 

CIRCUIT LABELS 

1. GENERAL 

1.01 This document covers the single-line, push-
button dial, standard size, wall telephone. 

(See Figure 1.) The circuit labels for the various 
models of single-line, pushbutton dial, standard size, 
wall telephones and the associated features available 
in each are included in this document. (See Table A.) 

AW86-388 

Figure 1: Single-Line, Pushbutton Dial, (Standard 
Size) Wall Telephone 

1.02 This section is reissued for the following 
reasons: 

(a) Issue 4 provides the latest issue of circuit 
labels for the Model 3554 telephones. 

(b) Issue 3 provided the latest issue of circuit 
labels for the Model 3554 telephones. 

(c) Issue 2 added a circuit label for the Model 
3554, Types 20T and 21 T telephones and 

provided the latest issue circuit labels for the 
Model 3554 telephones. 

Note: Some versions of telephones have been 
manufacturing discontinued; however, circuit 
labels have been retained as a reference for 
telephones still in service. 

1.03 For additional information on description and 
installation of the telephones, refer to 

Section 50-554-103. A replacement parts list and an 
exploded-view drawing for the telephones are 
contained in Section 50-554-104. Related documents 
of the CORTELCO Telephone Apparatus Practices 
Manual provide information on components. 

1.04 The Model 3554 wall telephones are single
line, pushbutton dial, anti-sidetone type units 

that operate efficiently over a wide range of loop 
resistances and line impedances. 

1.05 The Model 3554 wall telephones are identified 
by a coded label affixed to the bottom of the 

base plate. Refer to Section 50-554-103 of the 
CORTELCO Telephone Apparatus Practices Manual 
for ordering information of complete telephones and 
for an explanation of each code number. 

TABLE A 

LIST OF CIRCUIT LABELS 

MODEL NO TYPE NO FIGURE NO 

3554**OBA 20, 21, 27, 28 2 
3554**FBA 27, 28 2 
3554**MBA 20, 21, 27, 28 2 
3554**OBA 30, 31 3 
3554**OBA 20 3 
3554**FBA 20 3 
3554**OBA 30T, 31T 4 
3554**OBA 20T 5 
3554**FBA 20T 5 
3554**MBA 20T, 21T 5 
3554**OBA 37, 38 6 
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186123-101 K-2 500 Si K-3554 ( ) 20,-20H, -24,27;28, S-44 TYPE MODULAR TELEPHONE CIRCUIT 
- 20 WIRING DIAGRAM 

NOTE S: 
HANDSET H'DSET BASE LINE CONN. I. TAPED AND STORED EXCEPT FOR I6 - 25-HZ RINGERS WHICH CONNECT CORD CORO BLOCK SAME AS BIASED RINGER. 

NETWORK I RINGER I DIAL 2 . ALL SPECIAL FEATURE CONNECTIONS SHALL OTHERWISE BE WIRED 

K I RD 
I E/W POLARITY SAME AS K-2500 6 K-3554 -20 TYPE CIRCUIT. 

- GUARD 3 . FOR SCHEMATIC OF SET SEE TIMM-2 TELEPHONE INSTRUMENT ~ I I MAINTENANCE MANUAL . 

I I 4 . BROWN LEAD CONNECTED TO DIAL STATIC SHIELD. I FOR 27M 
,,,-, 6- I BK I AND 28M CONNECT TO L2 INSTEAD OF LI.) 

/RCVR \ 5 . CONDUCTORS TAPED AND STORED. 

\0 o, I I 6 . TO DISABLE THE POLARITY GUARD FEATURE CUT THE STRAP WIRE 

' I rHOOKSWITCH, 
ON THE COMPONENT SIDE OF DIAL P.C . BOARD . 

RO RD 7. CONNECT TO TERMINAL I ON DIAL . 
' ( 

) ,, ,..._ 
L2 

ISL a I ~ RING 8 . CONNECT TO TERMINAL 2 ON DIAL . 
Tl 

I SL-YL b I I ~ -TIP 9. 130 BA RINGER IN TABLE:A· IS FOUR-WIRE 130 (OBA) ONLY. 
C j

1
SL:- BN 1c J I I OR-BK 

- OPT. 
L.GNO. 

I I BN SEENOTI 
CONNECTION OPT16~:L~O: RINGERS ANO LINE JGN I I 

4 : < GN 

I,! 1 
SL-GN d I ) >--0-- CORO AT THE SUBSET 

~ I I CONNECTIONS AT NETWORK I SL-WH • I I I 
T2 CLASS MODULAR RINGER TYPE HOOKSWITCH 

GN I BL ~ OF RECEPTACLE 
130 BA 156-157 F.S. LEADS 

~< )'-~ I LEADS 
SERVICE SL- St,- SL- SL-, \ 

S1.:-RD f I RD GN YL BK RD BK SL RD 
RD BK SL RD SL w BN 

WH~ 
R 1 

SL- BK 9 • I G NOTE Nuu """ L2 ~ Nv" ( )~ BRIDGED L2 LI L2 LI K A L2 LI 5 I I 8 7 
\ I RO-GN 

RING l'l'RTY L2 LI G NOTE L2 G K A L2 G ...,i°, ""'" L2 N<m "'"' I I 5 I 8 7 
..., .. ~ B 

I I NO. !DENT. ONO L2 LI G ,_,~._ LI 0 K A LI 0 ..., .. 
I L2 "°;1 7 

,~: 
) ~ 

I 

I IRD 

TIP IOENT.I1000 LI L2 0 ~TE K 0 B B A 0 8 """ A INUII NCl1le 
RD E2 PARTY GND. OHMS I 7 8 

)~ I I 
0 

~ 126!10 LI L2 0 ~£ B B K 8 0 A~ B A ~rt Mm BK < < ) ::: OHMS 8 

GO YL 
I I < ( > ;::YL 

\,tMT~_/ 
~ 44 TYPE I A LEAD CONTROL I 

l 1BK ~ 1CONN. t1LOCK ~ I I I GN 
2 0 H CONNECTION:::, SI NGLE L1 NE HOL D I >----0- Tl p 

SPECIAL FEATURE CONNECTIONS ( NOTE 2) 
(NOTE 21 

--NETWORK LI- .J I BK 24 TYPE (PUSH BUTTON GNO) 
NET\\ORl<I HOOK- I HOLD I Ho,-e Q BK (I >----ir A (PUSH BUTTON) I SWITCH CIRCUIT SWI H G 

0 I WH · SL I O ~ C l>----<S)- Al 0----------o--u 
~OOKSWITCH J L2 I 

I I I • I 
SEE~ I ~ 

NOTE I 
I 5 I ~ BIAS SPRING ADJUSTMENT 
I I 2 PCS. L----- 42 TT DIAL P.G. DISABLE HIGH BIAS POSITION 27 6 28 (MESSAGE WAITING LAMP) I I HOLD AND TERMINAL LOCATIONS 

jHOOKSWITCH ~M. LED 

~ 
LOW SIAS POSITION 

130 (BA )470 RINGER IS SHIPPED FROM I Sl:GNI I RD THE FACTORY WITH THE BIAS SPRING IN ---Q-J\/\ ISL 
0 

I I ~OE 
T2 THE HIGH BIAS POSITION . THE Rll,GER IS 

V I + 
0 

Tl ADJUSTED TO RING AT 77 VOLTS AT 20 HZ. 
0 I RO ·GN I O I IN THE HIGH BIAS POSITION . ~, ......----

CUT STRAP WIRE 
FOR LOWER VOLTAGES AND 30 HZ . RINGING. ......!!-

LI I I ~ THE SIAS SPRING MAY REQUIRE MOVING :) ISSUE 
I I I ANODE COMPONENT SIDE OF TO THE LOW BIAS POSITION . NO. DIAL PC . BOARO LI L2 A I 

Figure 2: Circuit Label, Model 3554** QBA Types 20, 21, 27, 28; Model 3554** FBA Types 27, 28; 
Model 3554** MBA Types 20, 21, 27, 28 
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186064 -101 250o/3554( ) 20, 20H,24,30,31, 34 TYPE TELEPHONE CIRCUIT I 1s:uE 

HANDSET 

-, 
'RCVR \ 

(J_1/ 

/" -, 
I XMTR \ 

H'DSET 
CORD 

r-
1 
I 
I 
I 
I 

t 
r-= 
I GND. 
1SWITCH 
l(SEE NOTE 
I 2 J 

I 
I 
I 
I 
I 

I"'" 
I 
I WH 
-I-
I 
I 
I 
L __ _ 

BASE 

NETWORK I RINGER I DIAL 
K I (SEE NOTE5)1E/W Pa..ARITY 
0----,-.!!cRD~....,-..., GUARD 

BIASED' 

A I 
BK RINGER! 

--~-~~--l-+----------1 

:~1 t---'.-----t 
!~~ _ I _H~O~S~T_:H - r ____ _ 
'. LZ SL a I 
: SL-YL b i:_ ~ 

t--<3 I 'WJ11., B"'N ~ SEE 
1 /. I 0 rlOTE7 

'/ I SL-GN ~ 

I SL-WH e t I T2 

I I I [2l 
I I OR-Bl<. 

,_ LI 

<,_N I i BL 

~ 
~ : SL-RD f I 

I SL-BK i * I 

LINE 
CORD 

CONN. 
BLOCK 

YL 

/ 
BK _j; 

"'Y]. ,-

RD I -0-8-D 

GN ,,.,.G_II!_ 

(GND) 

(RING) 

(TIP) 

NOTES 
I - FOR TIP-PARTY WITH NO IDENTIFYING GROUND MOVE RED RINGER LEAD 

FROM L2 TO LI ON NETWORK AS SHOWN IN TABLE A. 

2 - (a) BROKEN LINES BETWEEN TERMINAL RR AND G INDICATE CIRCUIT FOR 
TELEPHONE WITH SPECIAL FEATURE 34. 

(b) TO PROVIDE GROUNDING FEATURE,REMOVE BLACK RINGER LEAD 
FROM G AND REPOSITION TO LI. 

3 
- ~fc\ ~~%9r~~~Hc~mm,•1;>~1T~=...wrJ~I:Al~ 

EXCEPT WHERE USED FOR SPECIAL APPLICATIONS. 

4 - IF GROUND IS BROUGHT TO CONNECTING BLOCK. 

5 - WHEN FREQUENCY SELECT RINGERS ARE USED CONNECT RED RINGER 

¼i~ ~~~RNni~K,i~~i~~~~ ~frtcI~JitAi~.~~D 
16-25 HZ. RINGERS WHICH CONNECT SAME AS BIASED RINGER. 

6 - TRANSFER SLATE SWITCH LEAD FROM L2 TO'A'TERIWNAL Cf,I NETWORK. 
7- BROWN LEAD CONNECTED TO DIAL STATIC SHIELD. 
8- CONNECT TO TERMINAL I ON DIAL. 

9- TO DISABLE THE POLARITY GUARD FEATURE CUT THE STRAP 
WIRE ON THE COMPONENT SIDE OF DIAL P.C. BOARD. 

42TT DIAL P.G. DISABLE 
AND TERMINAL LOCATIONS 

T2 ~ Tl 

CUT STRAP WIRE 

COMPONENT SIDE OF DIAL P.C. BOARD. 

11\BLEA 
130 BA RNGER LINE ANO RINGER CCMECTICJIS 

TIP PIIIRTY 

I ~ 6J;--.... _ 
I I ADJUSTMENT I MOUNTING LB D . . 

HIGH 81AS POSTION CORD IN GN 
BK LOW IIHS POSITION SET L_ . - - ~ I I O 13DIBAJ470 RINGER IS SIIPPED FROM Tf£ I y L 

- - al.AC GDDIWft 

WIRE OR LEAD NllV I RING I NO IOENT GNO. 
OR PIIIRTY IOENT 1000 2660 

BROG GNO. CHIS CHIS 

~ 
~ ,?_t' 

I l'ACTOIIY WITH Tl£ BIAS SPRING IN I L_IID 
RD I I RD ITHE ttGH BIAS POSITION. I UL 

I B I I - THE ftlNIIER IS ADJUSTED TO - AT RINGER LEADS L.K-:· 
BK <.J I I 177V. AT 20HZ. IN THE - 11W POS. SL-RD ~ 

I , 
1
;;, f:W~".-sYOL~~~D,:>~ ':;!!,: HOOKSWITCH SL L2 L2 L2 A A 1, 

NOTES CONTD. INGTO THE LOW BIAS POBITION LEADS S..-WHNOTEJONOTEIONOTEIO NOTE NOTEII 

ZOH CONNECTIONS SINGLE LINE HOLD 
ALL OTHER CONNECTIONS ARE THE SAME AS ABOVE 

NETWORK! HOOKSWITCHl HOLD 

O I WH-BL I 
L2 I I o 

lrAPE ~ II 
,;~gRE 

CIRCUIT iHOLO SWITCH 
I 
I OR o 

~" 
I 

I I 
I 
I 
I 

d SL·GN I 

7 
2 ~- TERM.~OLDLED 

I RD CATHODE 

O I RO-GN 

LI I 
I 

L 
I 
I 

• I • 
I GN ANODE 

0 0 

I 

· ~~=e~e~e~10~~ 
I0.-CONNECT TO TERMINAL 2 ON DIAL. TABLE B 130BA RINGER LEAD~ MOLNTING RD R R R G G 
I1.-TABLE A AND TABLE B APPLY TO FOUR-WIRE ECTIONSTOSI..Ei«:E 'llhC~R ,._NENTLY §8~2AT GN G G G R R 

130 (OBA) RINGERS ONLY. TIP ~TY I M«;i;R LEADS B1 
MV YL G Y Y Y Y 

IDENTl.·YING I I I I, . LINE WIREIRING RO R R R G G 
GROUh~ RED B~ SL IS.:-RD AT CONN. I TIP G G G G R R 1: 

1000 OHMS I K I O I B I K BLOCK JGND YL Y Y Y Y Y 
2e!IOOliMS J BI KI K IG 

lMII.E C 
CONNECTIONS FOR 156-157 FREQUENCY SELECTIVE RINGER 

CLASS OF SERVICE 

BRIDGED 
RING PARTY 
TIP PARTY 
TIP PARTY DIAL MESSAGE RATE 
1000 CHI SEE NOTE 
TIP PIIIRTY OIAL MESSAGE RATE 
2650 OHMS SEE NOTE 6. 

CONNECTIONS AT CONlECTING BLOCK 

LINE MTG.CORD 
RING TIP I GND RDIGNIYL 

G lvNOTE4 R I G I G 
R G I Y R I G I Y 
R G I Y G I R I Y 

G y G R y 

R G y G R 

COMECTIONS IN SET 

RINGER LEADS 
RD BK I SL I J!!c-RD_ 
L2 G INOTE 5 INOTE 5 
L2 G INDTE 5 INOTE 5 
L2 G INOTE5 INOTE5 

A G B INOTE5 

G A NOTE 51 B 

Figure 3: Circuit Label, Model 3554** OBA Types 30, 31; Model 3554** QBA Type 20; Model 3554** FBA Type 20 
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187930-101 

HANDSET 

---,,. ' / R CVR \ ( c, (' I 
\ I 
" --

WH 

WH 

RD 

BK 

/---
\ 

( <~ <' I 
XMTR/ ' / 

K-2500 8 K-3554 ( )-20T, -24T,-27T,-28T,-30T,-31T TYPE TELEPHONE CIRCUIT 
-20 WIRING DIAGRAM 

H'DSET 
BASE 

LINE CONN . NOTES , 
CORD CORD BLOCK I. SHORTING PLUGS SHOWN IN 40/60 M/B RATIO (LEFT 

NETWORK I RINGER I DIAL SIDE PLUG l AND 10 PPS . DIALING RATE ( RIGHT SIDE) 

K IBK d !"•,~t"" 
ALTERNATE POSITIONS GIVE 33/66 M/B AND 20 
PPS. DIALING RATE. 

I 2 . ALL SPECIAL FEATURE CONNECTIONS SHALL OTHERWISE 
I BE WIRED SAME AS K-2500 ll K-3554 -20 TYPE 

CIRCUIT. 
IRD I 3. FOR SCHEMATIC OF SET SEE TIMM-2 TELEPHONE 
I I GN INSTRUMENT MAINTENANCE MANUAL. A 

er 
)HOOKSWITCHI 

4. BROWN LEAD CONNECTED TO DIAL STATIC SHIELD. 
GN 

LI 
'" } s '°'"""°" "'" "' sm,rn. CY I ~SL I I I j b I I 2 POS. TERM. 

l~HSI TO LINE 

I RD 

L2/ 
RD I 

RING 
:;L-GN d iBN SEE '----<:!' NOTE4 

C 
l~RM. 

WH GN I HS2 

-" SL-RO f JOR-BK 

WH R\' 1SL-BKV ! I 
R~\ 

WH TABLE A 

lwH-BL 130!08A) RINGER CONNECTIONS ONLY 

BK B \ I NETWORK HOOKSWITCH 
SL 

I K I L2 I LI r I I - A LI NET 

0 BL 
0 sL-Ro I sL I Ro I BK I SL 

E2 U 
BK 

(OPTION) : G YL I 
TO LOCAL GND. R I I 

I I BK - I 
SPECIAL FEATURE CONNECTIONS {NOTE 2) 

24 TYPE {PUSH BUTTON GNO) 
(PUSH BUTTON) 

0 
0 0 u 

o---r 
~BIAS SPRING ADJUSTMENT 

LOCATION OF OPTION JUMPERS ON DIAL HIGH BIAS POSITION 27 B 28 I MESSAGE WAITING LAMP) LOW BIAS POSITION I HOOKSWITCH 
130 {BA) 470 RINGER IS SHIPPED FROM 

~ lsL • THE FACTORY WITH THE BIAS SPRING IN 
I J THE HIGHBIAS POSITION. THE RINGER .,.-Q_.,,u., IS ADJUSTED TO RING AT 77 VOLTS s_:;;I 6 AT 20 HZ. IN THE HIGH BIAS POSITION. HS1 - --· SPEED 

:'.)L2 I HS 2 ---·- FOR LOWER VOLTAGES ANO 30 HZ. ISSUE 
P.C.B. ON DIAL RINGING, THE BIAS SPRING MAY REQUIRE 

LI A I NO. MOVING TO THE LOW BIAS POSITION. 

Figure 4: Circuit Label, Model 3554** OBA Types 30T, 31T 
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188728-101 

HANDSET 

------/RcvR \ 
1 ~f_!) 

K-2500 S K-3554 ( )-20T, -24T,-27T,-28T TYPE MODULAR TELEPHONE CIRCUIT 

H'DSET 
CORD 

I I 

-20 WIRING DIAGRAM 

NETWORK 

K 

A 

BASE 

' I RINGER I 
BK DIAL 

C> 
IE/W POLARITY 
I GUARD 

I 

I I 

LINE 
CORD 

CONN. 
BLOCK 

, GN 

LcJ? 

h I 1CN 

HOOKSWITCHI 

,; I 1 , rL :,' <I< )I GN 

IF""' I ♦ :,"~ ~"" - >-OJ I HSI 

TIP 

r7RING 

I r40PT 
L GND 

I RD r 1>n 

~ 
··- I ,~ I I RD 

-~ 
1
sL-GN d IBN osEE < < > >---{\)-

• I NOTE 4 
C I~ ! 2~RM. 

NOTES, 

I. SHORTING PLUGS SHOWN IN 40/60 M/B RATIO ( LEFT 
SIDE PLUG) AND 10 PPS. DIALING RATE (RIGHT SIDE) 
ALTERNATE POSITIONS GIVE 33/66 M/B AND 20 
PPS. DIALl:'<IG RATE. 

2. ALL SPECIAL FEATURE CONNECTIONS SHALL OTHERWISE 
BE WIRED SAME AS K-2500 a K-3554 -20 TYPE 
CIRCUIT. 

3. FOR SCHEMATIC OF SET SEE TIMM-2 TELEPHONE 
INSTRUMENT MAINTENANCE MANUAL. 

4. BROWN LEAD CONNECTED TO DIAL STATIC SIIELO. 

5. CONDUCTORS TAPED AND STORED. 

~I•. ~ ➔ I WH GN "'-l~HS2 

SL-RD t loR-BK 

WH< ~ SL-BK g I 

,[-f: 
~XMTR/ '- _,, 

( WH 
BL-W 

( ) ~ I SL 

6 I BL 

E2C) I BK I O I I BK G YL ( ( ) >----0--l 
R9 I I < < > >--dL 

1 I ~K 
I 

LOCATION OF OPTION JUMPERS ON DIAL 

.,. r7 -"" 
HSl~SPEED 

HS2 
P.C.B. ON DIAL 

~

BIAS SPRING 
ADJUSTMENT 
HIGH BIAS POSITION 
LOW BIAS POSITION 

130 I BA) 470 RINGER IS SHIPPED FROM 
THE FACTORY WITH THE BIAS SPRING IN 
THE HIGHBIAS POSITION. THE RINGER 
IS ADJUSTED TO RING AT 77 VOLTS 
AT 20 HZ. IN THE HIGH B1.,s POSITION. 

FOR LOWER VOLTAGES AND 30 HZ. 
RINGING, THE BIAS SPRING MAY REQUIRE 
MOVING TO THE LOW BIAS POSITIO__!!_. 

TABLE A 
l30(0BAl RINGER CONNECTIONS ONLY 

NETWORK HOOKSWITCH 

AT;JL2lu U NET. 

SL-ADI SL I RD I BK SL 

SPECIAL FEATURE CONNECTIONS (NOTE 2) 
24 TYPE (PUSH BUTTON GND l 

(PUSH BUTTON I 
G 

0 ° □ 

o--r-1 
27 8 28 (MESSAGE WAITING LAMP) 

7 HOOKSWITCH 

____C'iLA,.. __k_i_ 
~ VY I - ' 

'\OR STRAP I 
ou01--0I 

LI A I 

p= 
ISSUE 

NO. 

Figure 5: Circuit Label, Model 3554** QBA Type 2OT; Model 3554** FBA Type 20T; Model 3554** MBA Types 2OT, 21T 
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HANDSET H'OSET 
CORD 

,,,-
/ RCVR\ 
I :) / 
\ / --

WH 

,....-, 
/ XMTR \ 
\ ) I 

' I/ -
WH 

BK 

RD 

2500/3554( )27, 28, 37, 38 TYPE TELEPHONE CIRCUIT 
( MESSAGE WAIT) NOTES: 

BASE LINE CONN. I. WHEN 4 CONDUCTORS ARE FURNISHEO WITH MOUNTING 
CORD BLOCK CORD, TERMINATE BK CONDUCTOR WITH YL CONDUCTOR 

AT CONNECTING BLOCK EXCEPT WHERE USED FOR I I NETWORK RINGER DIAL SPECIAL APPLICATIONS. 
I BK IE/W POLARITY 2. TO DISABLE POLARITY GUARD FEATURE CUT THE STRAP GUARD 

K 
I I (SEE NOTE 21 WIRE ON THE COMPONENT SIDE OF THE BOARD . 

OR A I I 
L2 I RD I BN 

3. BROWN LEAD CONNECTED TO DIAL STATIC SHIELD. 

4."CONNECT TO TERM INAL 2 ON DIAL:' \ I l RO =RD (RING) 5. TABLE ~'A" ANO TABLE!B" ARE FOR FOUR-WIRE 130 OBA 

rHOOKSWITCH, OR-BK 
- RINGERS ONLY. 

V I Tl I b.-B'l ~T l 
I Sl:YL~ I 2 POS. TERM 

I ! al SL 
G I ~ YI ""YL 

Note 5 TABLE A 42TT DIAL PG DISABLE 

SEE'--'' I (GNO) AND TERMINAL LOCATIONS ,,~ LINE AND RINGER CONNECTIONS N0
1
Ty.__ --+ ___ __ 

1 
____ _i;IB_ __, 

fi 
WH INDIV 

L_!_ / I I WIRE OR LEAD 
RING 

GN =GN OR - I Sl:GN 
'->' (TIP) 

BROG 
PARTY 

d 
I 

I SL-WH L@- RD L2 L2 
I t I 

MOUNTING CORD 
GN L I 

I' ~T2 
IN SET LI 

YL G G 
T2 

, IBL 
MESSAGE Tl 

GN / I Sl:RD I WAITING RD L2 L2 STRAP 

LAMP BK G G WIRE 

I SL: BK g l I RINGER LEADS 
SL K K 

R/ 
I I RD-GN SL-RC A A COMPONENT SIDE OF 

DIAL P.C. BOARD 
'--' I T SL L2 L2 

I IBK 

HOOKSWITCH SL-W~ Note 4 Note4 
RR L EADS Sl:BN C C 0 I I 

0 
RD R R MOUNTING CORD 

B I I AT CONN. BLOCK GN G G 

Es 
YL G y 

I 1 RD LINE WIRE IRING RD R R 
'--' AT CONN . I Tl P GN G G 

BLOCK I GRD YL y y 

Note 5 TABLE B 

~BIAS SPRING RINGER LEAD CONNECTIONS 
ADJUSTMENT TO SILENCE RINGER PERMANENTLY 
HIGH BIAS POSITION 

TIP PARTY RING~R LEADS 
LOW BIAS POSITION IDENTIFYING BK I SL ist:RD 13 0 ( BA) 4 70 RINGER IS SHIPPED FROM GRl'I . RD 

THE FACTORY WITH THE BIAS SPRING IN I 1nn ""u" " l " 
l R I K 

THE HIGH BIAS POSITION . THE RINGER IS 2650 OHMS B I K I K I r.: ADJUSTED TO RING AT 77 VOLTS AT 20 HZ . 
IN THE HIGH BIAS POSITION . 

FOR LOWER VOLTAGES ANO 30 HZ .RINGING, 
THE BIAS SPRING MAY REQUIRE MOVING 
TO THE LOW BIAS POSITION. ....--

......1--
ISSUE 

NO. 

Figure 6: Circuit Label, Model 3554** OBA, Types 37, 38 
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