
COIN CoLLECTOR AND D IRECTORY MouNTING . 

FOR the convenience ofpatrons at public 
telephone stations where booths cannot 

conveniently be installed, a shelf and mount-
ing unit has been developed by the Labora-

Shelf and mounting unit for public telephone 
stations in locations where :he usual booths 

cannot be conveniently used 

tories. It is made entirely of wood, to avoid 
the use of strategic materials. Besides a coin 
collector, it supports a suspended directory 
and a broad shelf for writing and placing 
hand bags o,r parcels. 

The coin collector is located at the center 
of the mounting board at an angle of 30 de-
grees with the wall. The directory is en-
closed in a hard-covered binder which is 
suspended in a niche adjacent to the coin 
collector. Concealed behind the directory, 
the ringer is in a compartment which has an 
opening in front to allow emission of the 
sound. A wooden card frame is provided on 
the right side of the mounting for display 
and instruction cards. 

Thismountingunitis installed by attaching 
it with machine screws to nuts in a wooden 
backboard, which is fastened to the wall. Wir. 
ing the apparatus is facilitated by providing 
a channel in the rear of the backboard. 

These coin collector mountings may be 
installed singly or in groups. When in groups 
the directory compartments provide parti. 
tions between adjacent stations. 

Besides a coin collector, the mounting supports a suspended directory and a broad shelf for 
note taking and placing hand bags or small parcels 
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