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Managements and heads of businesses when con-

fronted with the problem of organising new operations or rationalising
an undertaking no longer have to consider whether an internal
telephone plant shall be installed but simply decide how the tele-

phone question may best be arranged.

An efficient solution i provided in such cases by a private

automatic branch exchange. By way of the private automatic branch
exchange it is possible to obtain connections from one and the same
extension instrument both with persons in the undertaking, internal
calls, and with subscribers connected to the public exchange,

external calls.

LM Ericsson has experience of this field covering many decades and

is at present making large numbers of private automatic branch
exchanges with varying numbers of lines and in different forms of

execution,

The private automatic branch exchange

AHD 32 presented here, consists of two stand units, the first

of which is made for 80 extensions and the other for 100 extensions.

If only one stand is to be used at the beginning, this may be ™

provided with equipment for 90 extensions. When on enlargement
of the PABX the second stand is added, 10 extensions are trans-

ferred to this second stand from the first one.

As enlargement of the plant is very easy to carry out, this type of
PABX is particularly well suited for employment in
medium-sized undertakings with a present requirement for

60-—120 extensions, estimated to increase later to about

180 extensions. In exceptional cases where even this capa-
city proves to be insufficient, it is possible to enlarge the

exchange to 270 extensions by the addition of a third stand.
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