1. GENERAL

1.01 This section provides an index and information access system to locate the standard tests applicable to equipment listed in the preceding table of contents. Test classification and frequency of periodic routine are also provided.

111. OUTGOING

111.2 INTERCEPT

1.02 This Equipment Test List (ETL) is reissued to incorporate changes which are indicated by an arrow to the left of each line which has been changed.

1.03 Comments on this section should be made by following the instructions in Bell System Practices (BSP), Section 000-010-015.

1.04 Routine test information is arranged in the following order from left to right: Section number, issue/addendum, test letter or paragraph number, test title, test class, frequency, and the last space is for a locally assigned job number.

1.05 Section 010-300-011 provides Equipment Test List instructions.
11.0 JUNCTORS

11.1 JUNCTORS; OUTGOING

J-FRAME

FOR ALL UNITS

218-572-501 (4/0) L CALL TO TEST LINE MR 24M

OPTIONAL FEATURES

FLAT, MSG RATE, COIN OR ANI

218-572-501 (4/0) B SUPV-ORIG END DISC.-AMA, COIN, ANI, FR, OR MR MW 24M

218-572-501 (4/0) L CALL TO TEST LINE MW 12M

AMA

218-572-501 (4/0) B SUPV-ORIG END DISC.-AMA, COIN, ANI, FR, OR MR MW 24M

218-572-501 (4/0) G CANCEL DISCONNECT ENTRY-AMA OPERATION MW 24M

H-FRAME

FOR ALL UNITS

218-571-501 (3/0) L CALL TO TEST LINE MW 24M

OPTIONAL FEATURES

FLAT, MSG RATE, COIN OR ANI

218-571-501 (3/0) B SUPV-ORIG END DISC.-AMA, COIN, ANI, FR, OR MR MW 24M

218-571-501 (3/0) L CALL TO TEST LINE MW 24M

AMA

218-571-501 (3/0) B SUPV-ORIG END DISC.-AMA, COIN, ANI, FR, OR MR MW 24M

218-571-501 (3/0) G CANCEL DISCONNECT ENTRY-AMA OPERATION MW 24M

11.2 JUNCTORS; INTERCEPT

J-FRAME

SELECT ONLY ONE CATEGORY

SD-27595-01

218-582-502 (1/0) A SEIZURE AND RELEASE MW 24M

TROUBLE TESTS

218-582-502 (1/0) B BUSY INDICATION--TRK SEIZED AT LINE LINK FRAME TT

C BUSY INDICATIONS UNTIL OPERATOR DISCONNECTS TT

D BUSY INDICATION--MAKE-BUSY SWITCH OPERATED TT

H-FRAME

SELECT ONLY ONE CATEGORY

OTHER THAN SD-27595

218-583-501 (2/1) G JUNCTOR SEIZURE & RINGING MW 12M