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BELL SYSTEM PRACTICES
Station Inrtallation and Maintenance

MULTI.SLOT TYPES_CONNECTIONS
MANUAL SERVICE

I .  GENERAL

1.01 ' I 'h is sect ion covers the connect ions for 50, 150, i02 and
182 typc ct-r in col lectors wl ten used for manu;r l  postpay-

ment servlcc.  l t  is  re issued to add connect lons for the use of
the 182 type corn ct-r l lect , , r  rv i th t l re 63- lYlJ sulrsr- ' r iber set  for . -
L. ts.T.-C. l l .S.  service.

1.02 Sidetone Reduction Connections when requircd shall be
nrade, at  s idetone stat ions only,  as fo l lows:

(a) 50 and 150 types, reverse Red and Ycllow coin collector
leads at connecting block in coin collector.

(b) 162.type, reverse Red and Yel low conductor of  local
wiring to coin collector at screw tenninals in coin

collector.
(c) lt is not expected that 182 type coin collectors wil l be

used at  s idetone stat ions.

1.03 Ringer Connectionr shown in the figures in this section
are for  br idged r inging indiv idual  l ines.  In general ,  post-

payment coin collectors nra-v be used on party l ines by employ-
ing the proper subscr iber sct  for  the type of  party l ine on which
the instal lat ion is to be made and by rnaking the r inger connec-
tions confornr with those specified in the sections covering l ine
and r ingcr connect ions for the part icular party l ine stat ion that
is being instal led.

2.  COMMON B^ATTERY STATIONS_CONNECTIONS

2.01 I f  the coin col lectors sh<-r$ ' r r  i r r  I . ' iH.  I  ztrc connccted to
ant i -s i<letonc subscr i l ;cr  scts,  the I tK and I-2Y tcrminals

in the subscr iber set  shal l  l le strappcd toget l rcr  l rnr l  only one
low impedance or t tvo high imperlance r ingirrg br i r lgcs are per-
mit ted on the l ine.  Tlr is arrangement shorr ld not be used on
party l incs nor wi th extension stat ions.
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Fig. l-50K or L Coin Collectora-For Sidetone Stationr

2.02 If the coin collectors shown in Figs. 2 and 3 are con-
nected to s idetone srrbscr ibcr st ' ts ,  orrr i t  b lack conductor

betweetr  set  ; r t td cc; in coi iector.  i \nt i - -s i t ic tc, t te sub:cr i l ;er  sets.  i f
avai la l>le.  should be used for neu'  instal lat ions wi th thesc coin
col lectors,  in preference to s i<letone sets.
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3. LOCAL BAT'I 'ERY TALKING, COMMON BATTERY
SIGNALI NC STA'TTON S*.-CONNECTIONS

3.01 ' r ' i r t , ' i : r ' i l r  t ' t . , l i , :crr i rs s i r ( i tvn i r r  i i ig. .  i r  ant i  /  t r tav l - ,e ust : r l
rv i th i r . iJY r ; r  63"+\ ' i )  scts.  I f  tht :  i : , . r in r : , . ' l l * . lc t r r r : rscr l  l ras

a 706;\  rcccivcr t l t . :  63.{ \ ' i )  . r - t  s i tor t l r l  l , t '  t tse<1. l ' i : : .  ( ,  s l r t ru 's th€
634Y set urt l r  ; r  i l .3[)  i r r r iu i ' t i ln t r - r i l  arrd l ; ig.7 sht , . rvs t i ie 634YD
set rv i t l r ; r  l t l -1, ' \  i r r r l r :ct iorr  coi i .  [ : i ther type of  scr"  may cotne
cquiplrer l  u ' i t l r  r i i l r t ' r '  r - :o i !  bnt  t l re r . 'o i ls  ; r re n( ' t  intcrchangcable
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in the field. The corresponding terminals of the two coils arc
given below.
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The coin collector shown in Fig. 8 should be used only with ther-
634YD set.

3.02 See Section C63.289 for data on battery ieed 6lters.
3.03 Figr. 6, 7 and 8 aro recommended for new inrtallationrr

unlerr otherwire epecified on the rervice order or other
local inetructionr. Fig. 5 ir rhown for maintenancc ure only.
Note that Fig. 6 callr for a readjurtment of the rwitchhooL
contrct epringr and that Figr. 6, 7 and 8 require .ome wiring,h
changer in the coin collector.

3.04 The 150K or L and 162A, B, C or D coin collectors
shown in Figs. 2 and 3 may be used in place of the coin

collectors shown in Fig. 5, in which case the black conductor
between subscriber set and coin collector should be omitted.
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Fig. 9-50K or L Coin Collectora-For Sidetone Stationr

Note: I f  50K or L coin col lector
YD subscr iber sets,  connect coin
sets as fer l lows :
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Fig" 7-162C or D Coin Col lectorr-Shown With

634YD Subscr iber Set -  For Ant i -Side-
tone Stationr
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Fig. t-t82 Typc Coin Collector and 634YD Subrcriber
Set-For Anti-Sidetone Stationr

4.  MAGNETO STATIONS-CONNECTIONS

4.01 Postpal 'nrent rnanual  coin col lcctor scrvice is gir-en on
rnagncto l ines.  I - Isc nragneto str l rscr iber sct  wi th coin

col lectors shown in l r ig.  S,  b,  7 or d.  I t  is  preferable to use the
coin col lectors shou'n in l i igs.  6 and 8 u ' i th an ant i -s idetorre
subscr iber set  i f  srrpply condi t ions rv i l l  permit .  The connect ions
between t t re coin col lector and the magnetcr srrbscr i t rer  set  are.-
essent ia l lv  thc sanle as s l rown in these f igures.
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Note : The l0l B induction coil and
in the coin col lector are not usecl

the 2MF condenser
in th is c i rcui t .  
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