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1. GENERAL

1.01 ' Ih is sect i ( ) r l  co\-( ' rs Drocedrrres to l re fo l los 'cr l  : r f tcr  the
inst : i l l ; t t iot t  of  : r  coin col lcctor.  Stc l rs for  t l rc t t ' . t i r rs

procet lurcs s l ra l l  be fo l lon'e t l  in nunlcr- i ( ' r r l  orr l l r .  I t  is  I ' t ' inS
rcissucr l  to nurke :r  corrcct ion and to l r r ing t l rc in[ l r rn l t t i t r r r
ul) to cl: i te.

1.02 I ior  dct : r i lcr l  infornlat ion ort  Clr i l t  Clr l l t 'c t , r rs,  \ [ r r l t  i ' lo t
T1'pe \ [a i r t tcr t :urcc.  rc icr  to St 'ct ion C]J.1{{ ,  Jr : r r : r l r - : tp l r

t rutnl)ers oI  rvhich arc shorvn in parcrr thescs in t l r is  srct ion.

2.  GENERAL TESTS

2.01 Trap and Vane Release (5.02,5.03):  1-17A gaure arrr l  a
l (S-1.1995 coin col lector tc io l  ( torrguc t lc l r ressor) .  I loth<-

sir lcs of  re la l ' .  I f  nrcclranisrn does trot  rcstc)re :

(a)  Shim backboard.

(b) Equal ize fastenings in back plate.

(c) Replace coin col lector as required.

2.02 Biac Margin (5.01, 5.05) : 1-16.\ garlge. Botlr sir les of
rc lay.  1 ' r ip t r ic 'gcr,  opcratc c lcctr ic:r l l_r ' .  Tr ig i ; -cr  shal l

restore.  I f  no relay opcrat ion or t r igg-cr restoral :

(a)  Remove mssinet ic part ic lcs (5.11b).

(b) Replace rclay or coin col lector i f  required.
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L'age 2

2.03 Coin Chute Operation and Refund (6.01, 6.02) : Upper
housirrg in placc.

(a) Coin channcls c lcar.

(b) Opcrat ion of  l : r tc-hcs (10d).

(c) Operation c' ' f  rclal '  1111r1 1161r1rcr.

2.01 Housing Crossed With Station Wiring (Ungrounded
Coin Collectors) (r;03, 6.0-l) :  ' l 'etttporat-1' tvirc t lrrouglt

coi t r  ret t t r l t  to grotr t t t l .  I t t 'p lace ul) l )cr  l rorrs i r rq.  Su' i tc l r l ro, 'k  up
atr t l  srr ' i tchlrook cl r ' tn 'n.  I f  c l icks are hcarr l  in l runt l  t rst  sct :

( : r )  Corrcct  dcfccts i r r  st : r t ion u ' i r ing.

(b) I ieplece coin col lcctor.

2.05 Ground or Power on Booth Lining (Ungrounded
. Booths) (() .05,  ( r .0/r) :  I 'ppcr horrs i r rg c i l I .  Cl ip orr to bat-

tcry s ic lc of  l i r re.  1 l ' r ,uclr  l i r r i r rgs.

(a) f  f  c l ic l< is l r t .arr l ,  hooth is groundcd. BX or local  n, i r ing
rn:r_r '  l rc touclr i r rg l in i r rg.

(b) f  f  lour l  6()- t ' r ' t ' l t  l r r r rn is l re:rr ' ,1.  l r r rot l r  is  crosscd rv i th
l )o\ \ 'e r .  l ) t ' i t . i ' t i r  c l i \  or  l ig- l r t  srv i tch.

2.06 Station Testr (6.08, 6.09) :

(a)  Noise or crr touts.  \ [or-e upper l rousing ancl  t ransnr i t ter
(rcccivcr- t r - : r r rsrrr  i t t  t , r  t , r 'pc ) .

(b)  Clcan or at l j r rst  l tousirrg contact  spr ings ant l  cr lual iz ing
sprrng.

(c)  I icplace noisv corcls.

2.07 coin s ignals (6.07):  I f  operator does not i r lerr l i f r -  s i .q-
t r ; t ls  corrcct l - r - ,  rcplacc uppcr housing or coiu col icctor.
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3. ADDITIONAL TESTS

3.01 Dial Shorting (7.02 to 7.05) : Dial shortins contact shall
shunt dial .  I  I  not ,  replace relay.

3.02 Long Loop (8.02): Check 536 relay operation.

3.03 Dial Pogtpa5rment (CDO) (11.02 to 11.10):

(a) Trap shall operate freely. If not, replace coin collector.

(b) Omit cFoar with wiring check unless station ground is
available or cross is suspected.

(c) Check operation of latchec (l0d)-Use 529A tool.

(d) Electromagnet arm shall move into channel on operator
cal ls ( l0d).

3.04 Manual Poetpayment (5d) Q2.02 to 12.04):

(a) Cross wi th wir ing:  Standard test .

(b) Coin Signals: Use 529A. tool. ,
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